
































Appendix A  Construction Programme
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Site Clearance & Hoarding 1.1 y y y y y y y y y
Bored Piling Works 1.3 y y y y y y y y y y y
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Contract 1731 - Trail Pile for SHD Phase 1 1

Construction Activities ID







MTRC - Project Management Team
Position Name Telephone 
Chief Construction Manager - OYB Mr. Raymond Koo 2621 7051

MTRC - Environmental Team 
Position Name Telephone 
Environmental Team Leader Mr. Edan Li 2621 7194
Environmental Team Member Mr. Cyrus Lau 2621 7219

Meinhardt Infrastructure and Environment Limited - IEC
Position Name Telephone 
Independent Environmental Checker Mr. Adi Lee 2859 5443
IEC Team Member Ms. Echo Hung 2859 5837

Main Works Contract Description Contractor Position Name Telephone 
Senior Project Manager Carl Chan 9275 9207
Environmental Officer Chris Tse 9127 7571
Environmental Team Leader Alex Cheung 9832 5750

1731
Trail piles and site 
formation for Siu Ho Wan 
Depot Property 

Gammon 
Construction Ltd
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Impact Air Quality Monitoring Results

1-hour TSP Monitoring Results at Station - DM1
Siu Ho Wan Government Maintenance Deport

Start 1st Hour 2nd Hour 3rd Hour Action Level Limit Level Exceedance
Time Conc. Conc. Conc. Conc. Conc.
(hh:mm) (µg/m3) (µg/m3) (µg/m3) (µg/m3) (µg/m3)

06-May-24 15:30 30.0 23.0 29.0 N
10-May-24 08:44 21.0 14.0 13.0 N
16-May-24 08:57 14.0 19.0 14.0 N
22-May-24 08:26 45.0 12.0 30.0 N
28-May-24 14:01 15.0 14.0 14.0 N

Average 20.5
Min 12.0
Max 45.0

(Y/N)

294.7 500.0

Date





Siu Ho Wan Depot Property Development MTR Contract No.: 1701-Oyster Bay Station and Associated Works 
Tentative Dust Monitoring Schedule in June 2024
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JUNE  2024
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Remar k: The monitoring schedule is subject to change due to unforeseeable circumstances (e.g. adverse weather, etc.)
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Wǳƴπно нспΦрр лΦлл лΦлл лΦлл мфнΦур стΦпс лΦлл лΦлл лΦлл лΦлл лΦлл лΦлл пΦнп
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Complaint Handling Procedure 
 

  











 

 

Statistics on Complaints, Notification of Summons and Successful 
Prosecution 
 
Table L1 Statistical Summary of Environmental Complaint 

Reporting Period 
Environmental Complaint Statistics 

Frequency Cumulative Complaint Nature 

1 May 2024 
to 

31 May 2024 
0 0 N/A 

 
Table L2 Statistical Summary of Environmental Non-compliance 

Reporting Period 
Environmental Non-compliance Statistics 

Frequency Cumulative Details 

1 May 2024 
to 

31 May 2024 
0 0 N/A 

 

Table L3 Statistical Summary of Environmental Summons  

Reporting Period 
Environmental Summons Statistics 

Frequency Cumulative Details 

1 May 2024 
to 

31 May 2024 
0 0 N/A 

 
Table L4 Statistical Summary of Environmental Prosecution 

Reporting Period 
Environmental Prosecution Statistics 

Frequency Cumulative Details 

1 May 2024 
to 

31 May 2024 
0 0 N/A 

  











EIA 
Ref. 

Recommended Mitigation Measures Objectives of the 
Recommended 
Measures and 

Main Concern to 
Address 

Implementation 
Agent 

Location of 
the Measures 

Implementation 
Stage 

Requirements Implementation 
Status 

designed sand/silt removal facilities such 
as sand traps, silt traps and 
sedimentation basins. Channels or earth 
bunds or sand bag barriers should be 
provided on site to properly direct 
stormwater to such silt removal facilities. 
Perimeter channels should be provided 
on site boundaries where necessary to 
intercept storm run-off from outside the 
site so that it will not wash across the 
site. Catchpits and perimeter channels 
should be constructed in advance of site 
formation works and earthworks. 

construction site 
run-off 

Ordinance 
(WPCO), 
Technical 
Memorandum 
on EIA 
Ordinance 
(EIAO-TM), 
ProPECC PN 
1/94, 
Technical 
Memorandum 
on Standards 
for Effluents 
Discharged 
into Drainage 
and Sewerage 
Systems, 
Inland and 
Coastal 
Waters (TM-
DSS) 

S5.8.5 Silt removal facilities, channels and 
manholes should be maintained and the 
deposited silt and grit should be removed 
regularly, at the onset of and after each 
rainstorm to prevent local flooding. Any 
practical options for the diversion and re- 
alignment of drainage should comply 
with both engineering and environmental 
requirements in order to provide 
adequate hydraulic capacity of all drains. 

To minimise 
impact from 
construction site 
run-off 

Contractor All works 
area 

Construction 
phase 

WPCO, 
EIAOTM,  
ProPECC PN 
1/94, TMDSS 

Implemented 

S5.8.6 Construction works should be 
programmed to minimize soil excavation 
works in rainy seasons (April to 
September). If soil excavation cannot be 
avoided in these months or at any time of 
year when rainstorms are likely, for the 
purpose of preventing soil erosion, 

To minimise 
impact from 
construction site 
run-off 

Contractor All works 
area 

Construction 
phase 

WPCO, 
EIAOTM,  
ProPECC PN 
1/94, TMDSS 

Implemented 



EIA 
Ref. 

Recommended Mitigation Measures Objectives of the 
Recommended 
Measures and 

Main Concern to 
Address 

Implementation 
Agent 

Location of 
the Measures 

Implementation 
Stage 

Requirements Implementation 
Status 

temporary exposed slope surfaces 
should be covered e.g. by tarpaulin, and 
temporary access roads should be 
protected by crushed stone or gravel, as 
excavation proceeds. Intercepting 
channels should be provided (e.g. along 
the crest / edge of excavation) to prevent 
storm runoff from washing across 
exposed soil surfaces. Arrangements 
should always be in place in such a way 
that adequate surface protection 
measures can be safely carried out well 
before the arrival of a rainstorm. 

S5.8.7 Earthworks final surfaces should be well 
compacted and the subsequent 
permanent work or surface protection 
should be carried out immediately after 
the final surfaces are formed to prevent 
erosion caused by rainstorms. 
Appropriate drainage like intercepting 
channels should be provided where 
necessary. 

To minimise 
impact from 
construction site 
run-off 

Contractor All works 
area 

Construction 
phase 

WPCO, 
EIAOTM,  
ProPECC PN 
1/94, TMDSS 

Implemented 

S5.8.8 Measures should be taken to minimize 
the ingress of rainwater into trenches. If 
excavation of trenches in wet seasons is 
necessary, they should be dug and 
backfilled in short sections. Rainwater 
pumped out from trenches or foundation 
excavations should be discharged into 
storm drains via silt removal facilities. 

To minimise 
impact from 
construction site 
run-off 

Contractor All works 
area 

Construction 
phase 

WPCO, 
EIAOTM,  
ProPECC PN 
1/94, TMDSS 

Implemented 

S5.8.9 If bentonite slurries are required for any 
construction works, they should be 
reconditioned and reused wherever 
practicable to minimise the disposal 
volume of used bentonite slurries. 
Temporary enclosed storage locations 
should be provided on-site for any 
unused bentonite that needs to be 

To minimise 
impact from 
construction site 
run-off 

Contractor All works 
area 

Construction 
phase 

WPCO, 
EIAOTM,  
ProPECC PN 
1/94 

N/A 





























EIA 
Ref. 

Recommended Mitigation Measures Objectives of the 
Recommended 
Measures and 

Main Concern to 
Address 

Implementation 
Agent 

Location of 
the Measures 

Implementation 
Stage 

Requirements Implementation 
Status 

personal protective equipments (PPE) 
when handling contaminated sediments. 
Adequate washing and cleaning facilities 
shall also be provided on site. 

waste 
management 

S7.5.16 For off-site disposal, the basic 
requirements and procedures specified 
under PNAP No. 252 (ADV-21) shall be 
followed. Marine Fill Committee (MFC) of 
CEDD is managing the disposal facilities 
in Hong Kong for the excavated 
sediment, while EPD is the authority of 
issuing marine dumping permit under the 
Dumping at Sea Ordinance (DASO). 

To avoid and 
minimize impacts 
arising from 
waste 
management 

Contractor All works 
area 

Construction 
phase 

WDO, DASO, 
ADV-21 

N/A 

S7.5.17 For the purpose of site allocation and 
application of marine dumping permit 
and if considered necessary by EPD 
(Marine Dumping Section), separate 
SSTP shall be submitted to EPD for 
agreement under DASO. Additional SI 
works, based on the SSTP, shall then be 
carried out in order to confirm the 
disposal arrangements of the excavated 
sediment. A Sediment Quality Report 
(SQR), reporting the chemical and 
biological screening results and the 
estimated quantities of sediment under 
different disposal options, shall then be 
submitted to EPD for agreement under 
DASO. 

To avoid and 
minimize impacts 
arising from 
waste 
management 

Contractor All works 
area 

Construction 
phase 

WDO, DASO, 
ADV-21 

N/A 

S7.5.18 To ensure disposal space is allocated for 
the Project, the Project Proponent should 
be responsible for obtaining agreement 
from MFC on the allocation of the 
disposal site. The contractor(s), on the 
other hand, should be responsible for the 
application of the marine dumping permit 
under DASO from EPD for the sediment 
disposal. 

To avoid and 
minimize impacts 
arising from 
waste 
management 

Project 
Proponent and 
Contractor 

All works 
area 

Construction 
phase 

WDO, DASO, 
ADV-21 

N/A 



EIA 
Ref. 

Recommended Mitigation Measures Objectives of the 
Recommended 
Measures and 

Main Concern to 
Address 

Implementation 
Agent 

Location of 
the Measures 

Implementation 
Stage 

Requirements Implementation 
Status 

S7.5.19 The excavated sediments is expected to 
be loaded onto the barge at public 
barging point of which the exact location 
will be determined by the contractor(s) 
and agreed by EPD/CEDD and 
transported to the designated disposal 
sites allocated by MFC. The excavated 
sediment would be disposed of 
according to its determined disposal 
options and PNAP No. 252 (ADV-21). 

To avoid and 
minimize impacts 
arising from 
waste 
management 

Project 
Proponent and 
Contractor 

All works 
area 

Construction 
phase 

WDO, DASO, 
ADV-21 

N/A 

S7.5.20 Stockpiling of contaminated sediments 
shall be avoided as far as possible. If 
temporary stockpiling of contaminated 
sediments is unavoidable, the excavated 
sediment shall be covered by tarpaulin 
and the area shall be placed within earth 
bunds or sand bags to prevent leachate 
from entering the ground, nearby drains 
and/or surrounding water bodies. The 
stockpiles shall be completely paved or 
covered by linings in order to avoid 
contamination to underlying soil or 
groundwater. Separate and clearly 
defined areas shall be provided for 
stockpiling of contaminated and 
uncontaminated materials. Leachate, if 
any, shall be collected and discharged 
according to the Water Pollution Control 
Ordinance (WPCO). 

To avoid and 
minimize impacts 
arising from 
waste 
management 

Contractor All works 
area 

Construction 
phase 

WPCO N/A 

S7.5.21 In order to minimise the potential odour / 
dust emissions during excavation and 
transportation of the sediment, the 
excavated sediments shall be wetted 
during excavation / material handling and 
shall be properly covered when placed 
on trucks or barges. Loading of the 
excavated sediment to the barge shall be 
controlled to avoid splashing and 

To avoid and 
minimize impacts 
arising from 
waste 
management 

Contractor All works 
area 

Construction 
phase 

WDO, APCO N/A 









EIA 
Ref. 

Recommended Mitigation Measures Objectives of the 
Recommended 
Measures and 

Main Concern to 
Address 

Implementation 
Agent 

Location of 
the Measures 

Implementation 
Stage 

Requirements Implementation 
Status 

to the satisfaction of the relevant 
Government Departments. 

on surrounding 
setting 

Hazard to Life  
S10.7.2 Precautionary measures for chlorine 

released from SHWWTW such as 
provision of emergency plan for efficient 
evacuation including good practice (i.e. 
adequate training and drills for 
construction workers) during construction 
phase shall be implemented to further 
reduce the risk level. 

To further reduce 
the risk level 

Contractor All works 
area 

Construction 
phase 

TM-EIAO N/A 
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