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1 INTRODUCTION

1.1 Background

1.1.1 The Railway Development Strategy 2014 (RDS-2014) announced by the Government of the

1.1.2

113

1.2

1.2.1

13

13.1

Hong Kong Special Administrative Region included the conceptual scheme of Tung Chung
West (TCW) Extension and a possible Tung Chung East (TCE) Station.

This new railway system has been included in the approved Schedule 3 Environmental Impact
Assessment (EIA) for Tung Chung New Town Extension (TCNTE), which has included the new
stations at TCE area and TCW area and the associated trackwork and tunnel. However, a
separate Schedule 2 EIA study for this railway system is conducted to address the associated
environmental impacts, taking into account of the latest design.

The EIA Report for Tung Chung Line Extension (the Project) was approved on 12 July 2022
(Register No. AEIAR-235/2022). The Environmental Permit (EP) No. EP-614/2022 was then
issued on 9 August 2022.

Project Programme

Two construction Works Contracts of the Project have been awarded since May 2023. The
construction of the Project commenced in June 2023 and is expected to complete in 2029.
Table 1.1 summarises the information of the awarded Works Contracts.

Table 1.1 Summary of Awarded Works Contracts
Works Description Construction Contractor Environmental
Contract Start Date Team
. Bouygues — .
1201 szgecllshung West Station and June 2023 Dragages éECLOt(;\A Asia
(1201) Jv T
Acuity

Tung Chung East Station and
1202 Associated Enabling Works for July 2023
Track Diversions

Paul Y. — CRCC | Sustainability
(TUE1202) JV Consulting

Limited

Purpose of the Report

The Environmental Monitoring and Audit (EM&A) programme for the Project commenced in
June 2023. This is the twenty-second EM&A Report for the Project which summarises the
EM&A works undertaken by the respective Contractor’s ET during the period from 1 to 31 March
2025.
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2 ENVIRONMENTAL MONITORING AND AUDIT

2.1 EM&A Results

2.1.1 The EM&A Report for Works Contracts 1201 and 1202 prepared by the Contractor's ET are
provided in Appendix A and Appendix B. The EM&A Report provides details of the project
information, EM&A requirements, impact monitoring and audit results for the Contracts.

2.1.2 A summary of the major construction activities undertaken by the Contractor of Works Contract
during the reporting period are presented in Table 2.1.

Table 2.1

Summary of Major Construction Activities in the Reporting Period

Works
Contract

Site

Construction Activities

1201

Tung Chung West (TCW) Area

TCW

Site set up

Pretreatment

D-wall Panel construction
H-pile loading test and report
TBM Maintenance Plug

TBM Parking Plug

ELS

Station structure

Tung Chung Crescent (TCC)
and Tung Chung Ancillary
Building (TCA) Areas

Icc

e TBM Delivery and Assembly

e TBM U/T tunnelling

ICA

Slurry Treatment Plant in operation
Shaft Excavation & Backfilling
Superstructure

Barging Facility Area

Site setup
Rebar fabrication
TBM Delivery

1202

Tung Chung East (TCE) Area

TCE Station

e Substructure works for main Station, ancillary
building, extended concourse and link bridge
support

e Superstructure works for main station and
ancillary building

e Temporary works of Tower Crane Erection and
Operation

Integrated Entrance (IE) and Temporary Works Area

in Area 113

e Truss Fabrication and installation

e Superstructure works

o ABWF works

East and West Sides of TCE Station

e Retaining wall construction & site formation

¢ Drainage works including manhole and sewer
construction

o Noise barrier installation

Car Park

o ABWF works

Trackside Works

e Footing construction for OHL mast/portals

e OHL mast/portals installation

e Cable trough & pit construction

2.1.3 During the reporting month, impact monitoring for air quality and construction noise were
conducted in accordance with the EM&A Manual. No exceedance of Action and Limit Level of
1-hour TSP due to the Project construction was recorded. Two noise related complaints were
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received which triggered the Action Level of construction noise monitoring. No exceedance of
Limit Level of construction noise monitoring was recorded. Results of air quality and
construction noise are summarised in Tables 2.2 and 2.3 respectively.
monitoring requirements, locations, equipment and methodology are presented in the EM&A

Report (Appendix A and Appendix B).

Details of the

Table 2.2 Summary of 1-Hour TSP Monitoring Results in the Reporting Period
Exceedance
Monitorin TSP Action Limit due to the
Station IDg Location Concentration Level Level Project
(ng/m3) (ng/m?3) (ug/m?3) Construction
(Yes/No)
Works Contract 1201
Sheraton Hong Kong Tung
DM-2 Chung Hotel Shopping Mall 68.3 -185.5 326 500 No
Shops at Tung Chung
DM-3 Crescent 28.5-155.6 327 500 No
DM-4 Yat Tung Shopping Centre 36.9 — 237.2 312 500 No
DM-5b® Ma Wan Chung Village 33.7-138.8 333 500 No
Works Contract 1202
DM-1b® G/F of Ying Yuet House 43.4-182.4 327 500 No
TCNTE East - Planned
DM-1a Commercial Development N/A® 342 500 No
(COM-1/Area 57)
Note:

(1) Impact monitoring to be carried out during the construction period of corresponding activity

(2) Alternative monitoring location to DM-5 Ma Wan Chung Village in the approved EM&A Manual

(3) Alternative monitoring location to DM-1 Rosita Yuen Kindergarten in the approved EM&A Manual

(4) Impact monitoring to be carried out upon the commence of operation and during the construction period of the
corresponding activity

Table 2.3 Summary of Construction Noise Monitoring Results in the Reporting
Period
. oo Exceedance due
Monitoring Location N(?_Ise Lgvel L(Ilimt Lgvel to the Project
Station ID g‘gi%';s' g%?%';s Construction
(Yes/No)
Works Contract 1201
Block 9 of Tung Chung Below Baseline
NM2 Crescent Level — 65.4 5 No
2/F rooftop of Yat Tung
(2 —
NM3a Shopping Centre 72.1-73.9 75 No
Works Contract 1202
NM1 Ying Tung Estate 50.7-71.0 75 No
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. . Exceedance due
Monitoring Location N(ilse Le_"e' L('[mt Lgvel to the Project
Station ID gtll?;??é\m)l)ns' SE?%')"S Construction
(Yes/No)
NM4 Tung Chung Area 113 N/A® 75 No
NM6 Tung Chung Area 100 N/A® 75 No
Note:

(1) Impact monitoring to be carried out upon the intake of the population and during the construction period of the
corresponding activity
(2) Alternative monitoring location to NM3 Yat Tung Estate in approved EM&A Manual

2.1.4 Two environmental complaints, and no notification of summons and successful prosecutions
were recorded in the reporting period. Log for environmental complaints, notification of
summons and successful prosecutions is provided in Table 2.4.

Table 2.4 Log for Environmental Complaints, Notification of Summons and
Successful Prosecutions for the Reporting Month
Works Environmental Notification of Successful
Contract Complaints Summons Prosecutions
1201 2 0 0
1202 0 0 0

2.1.5 Regular site inspections were conducted by the Contractor’'s ET on a weekly basis to check the
implementation of environmental pollution control and mitigation measures for the Project. No
non-conformance was identified in the reporting period.
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3

3.11

IMPLEMENTATION STATUS ON THE ENVIRONMENTAL PROTECTION REQUIREMENTS

The respective Contractors have implemented all mitigation measures and requirements as
stated in the EIA Report, EM&A Manual and EP (EP-614/2022). The status of required
submissions under the EP as of the reporting period are summarised in Table 3.1.

Table 3.1

Summary of EP Submissions Status

EP Condition
(EP-614/2022)

Submission

Submission date

Condition 1.12

Notification of Commencement Date of
Construction

9 Mar 2023
9 May 2023 (updated)

Condition 1.14

Notification of Commencement Date of
Operation

No later than 1 month prior to
the commencement of
operation

Condition 2.9

Notification of Setup of Community Liaison
Group

21 Mar 2023

Condition 2.10

Construction Works Phasing Schedule

14 Apr 2023 (deposited)

Condition 2.11

EP Submission Schedule

14 Apr 2023 (deposited)

Condition 2.12

Management Organization

28 Apr 2023

18 Sep 2023 (updated)
22 Jan 2024 (updated)
27 Feb 2025 (updated)

Condition 2.13

Construction Noise Management Plan
(CNMP)
e Works Contract No. 1201

e  Works Contract No. 1202

10 Mar 2023

31 May 2023 (approved)
25 Sep 2023 (approved)
30 Oct 2023 (approved)
8 Nov 2024 (approved)
10 Mar 2023

27 Jun 2023 (approved)
12 Sep 2023 (approved)
1 Nov 2023 (approved)
19 Mar 2025 (approved)

Condition 2.14 Rail Noise Mitigation Plan (RNMP) 13 Jan 2023
25 Aug 2023 (approved)
Condition 2.15 Plan on Noise Enclosure at Tung Chung 13 Apr 2023

Crescent

29 Aug 2023 (approved)
1 Nov 2024 (approved)

Condition 2.16

Compensatory Tree Planting Implementation
Plan

To be submitted at least 2
months before the
commencement of the
compensatory tree planting

Condition 2.17 Landscape and Visual Mitigation Plan 12 Apr 2023
(LVMP) 13 Dec 2024 (deposited)
28 Feb 2025
Condition 2.18 Contingency and Response Plan 14 Nov 2024
17 Feb 2025 (approved)
Condition 2.19 Wastewater Management Plan (WWMP) 9 Mar 2023

29 May 2023 (approved)
13 Sep 2023 (approved)

Condition 2.20 Waste Management Plan (WMP) 16 Feb 2023
30 Mar 2023 (deposited)
Condition 2.23 Further Archaeological Testing Report 28 Sep 2022

22 May 2023 (deposited)

Condition 2.25

Fixed Plant Noise Audit Report

To be submitted at least 1
month before commencement
of operation of the Project

Condition 3.3 Baseline Monitoring Report 28 Apr 2023
17 May 2023
Condition 3.4 Monthly EM&A Report No.1 to 21 Reported in previous Monthly

Monthly EM&A Report No.22

EM&A Reports
This submission
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EP Condition L. —
(EP-614/2022) Submission Submission date
Condition 4.2 Dedicated Internet Website 10 Jul 2023
15 Mar 2024 (updated)
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Appendix A

Monthly EM&A Report
for
Contract 1201
Tung Chung West Station and Tunnels

(March 2025)
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Appendix B

Monthly EM&A Report
for
Contract 1202
Tung Chung East Station and Associated Enabling Works for Track
Diversions

(March 2025)
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Name Post Signature Date

Prepared Consultant, /
Kate Won 10/4/2025

by 8 Environmental LJ{YQ/
Checked Lead Consultant, ol

Joe Ho ) - 10/4/2025
by Environmental
Certified Contractor’s Environmental -/

Ray Yan A 10/4/2025
by Team Leader )
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EXECUTIVE SUMMARY

Al. Tung Chung Line Extension Contract 1202 — Tung Chung East (TCE) Station and Associated
Enabling Works for Track Diversions (hereafter called “Contract 1202”) covers part of the Tung
Chung Line Extension (hereafter called “the Project”) construction.

A2. The at-grade TCE Station will be located approximately 2 km east of the existing Tung Chung
Station (TUC) at the south of the future Tung Chung New Town Extension (TCNTE (East)) new
reclamation area. The station is bounded by the future roads in the reclamation area and the
existing Tung Chung Line (TCL) and Airport Express Line (AEL).

A3. The Environmental Monitoring and Audit (EM&A) programme of Contract 1202 commenced
on 1 July 2023. The impact monitoring for the Project includes air quality and noise monitoring.

A4. This 21 Monthly EM&A Report presents the EM&A works of Contract 1202 carried out during
the reporting period from 1 March 2025 to 31 March 2025.

Breaches of Action and Limit Levels for Air Quality

A5. No exceedance of Action and Limit Levels of air quality was recorded in the reporting month.

Breaches of Action and Limit Levels for Construction Noise

A6. No exceedance of Action and Limit Levels of construction noise was recorded in the reporting
month.

Complaint, Notification of Summons and Successful Prosecution

A7. No complaint was received in the reporting period. No non-compliance was reported in the
reporting period. No notification of summon or prosecution was received in this reporting period.

Reporting changes

A8. There was no change to be reported that may affect the on-going EM&A programme.

Future key issues

A9. A summary of the construction activities provided by the Contractor in the next three reporting
months is listed below:

Location Site Activities

TCE Station
e Substructure works for main station, ancillary building,
extended concourse and link bridge support;

e Superstructure works for main station, link bridge
support, extended station and ancillary building;

Tung Chung East (TCE) Area e Temporary works of Tower Crane Erection;
e Drainage works;

e Architectural Builders Works and Finishes (ABWF)
works; and

e Building services (BS) and electrical and mechanical
(E&M) system installation.




Tung Chung Line Extension Contract 1202

Tung Chung East Station and

Associated Enabling Works for Track Diversions
Monthly EM&A Report (March 2025)

aurecon

sustainability

Member of the Aurecon Group

Location

Site Activities

Integrated Entrance (IE) and Temporary Works Area in Area 113

Truss Fabrication and installation; and

Superstructure works;

ABWF works; and

BS and E&M system installation.

East and West side of TCE Station

Retaining wall construction & site formation;

Drainage works including Manhole and Sewer
construction;

Noise barrier installation;

Supporting steel frame erection (civil enabling works for
down track diversion);

ABWEF works; and
BS and E&M system installation.

Car Park

ABWF works.

Trackside Work

Footing construction for Overhand Line (OHL)
mast/portals;

OHL mast/portals installation & removal;
Fencing erection;

Cable trough & pit construction; and
Cable brackets installation.

A10. Potential environmental impacts arising from the above construction activities are mainly
associated with construction dust, construction noise, water quality and waste management.

il
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1.

1.1

1.1.1.

1.2

1.2.1.

INTRODUCTION

Paul Y. — CRCC (TUE 1202) Joint Venture (PCJV) was commissioned by the MTR
Corporation (MTRC) as the Contractor for Works Contract 1202. Acuity Sustainability
Consultant Limited (Acuity) was appointed by PCJV as the Contractor’s Environmental Team
(ET) to undertake the Environmental Monitoring and Audit (EM&A) programme during
construction phase of the Project.

Propose of the Report

This 21% Monthly EM&A Report presents the EM&A works of Contract 1202 carried out
during the reporting period from 1 March 2025 to 31 March 2025.

Report Structure

The monthly EM&A Report is organized as follows:

e Section 1: Introduction

e Section 2: Project Information

e Section 3: Environmental Monitoring Requirement

e Section 4: Implementation Status of Environmental Mitigation Measures
e Section 5: Monitoring Results

e Section 6: Environmental Site Inspection and Audit

e Section 7: Environmental Non-conformance

e Section 8: Future Key Issues

e Section 9: Conclusions and Recommendations
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2.

2.1

2.1.1

2.1.2

2.1.3

2.14

2.2

221

2.2.2

PROJECT INFORMATION

Background

Tung Chung Line Extension (TUE) was first initiated in the Railway Development Strategy
2014 (RDS-2014) announced by the Government of the Hong Kong Special Administrative
Region, which includes the conceptual scheme of Tung Chung West (TCW) Extension and a
possible Tung Chung East (TCE) Station.

The Tung Chung Line Extension (TUE) Project is an approximately 1.3 km extension of the
existing Tung Chung Line (TCL) with two new stations namely TCE Station and TCW Station.

The Environmental Impact Assessment (EIA) Reports for TUE (Register No.: AEIAR-
235/2022) was approved on 12 July 2022 under the Environmental Impact Assessment
Ordinance (EIAO). Following the approval of the EIA Report, an Environmental Permit (EP)
was granted on 9 August 2022 (EP No.: EP-614/2022) for the construction and operation.

According to the approved EM&A Manual of TUE, the EM&A monitoring for the Project
includes air quality and noise monitoring. Baseline monitoring for TUE was carried out from
November 2022 to March 2023.

General Description of the Project

The key elements of Contract 1202 comprise:
e Construction of a new TCE Station between Sunny Bay Station and Tung Chung Station.
e Construction of two footbridges connecting TCE and Area 113 development.
e Cable containment and associated enabling works for track diversions.
e Construction of station associated building services and ABWF.

The site layout plan for the Project is shown in Figure 2.1.
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2.3 Construction Programme and Activities

2.3.1 The major construction activities undertaken in the reporting month are summarised in Table
2.1 below:

Table 2.1 Major Construction Activities in the Reporting Month

Location Site Activities

TCE Station

e Substructure works for main station, ancillary building,
extended concourse and link bridge support;

e Superstructure works for main station and ancillary
building; and

e Temporary works of Tower Crane Erection and Operation.

IE and Temporary Works Area in Area 113

e Truss Fabrication and installation;
e Superstructure works; and
e ABWF works.

TCE Area East and West side of TCE Station

¢ Retaining wall construction & site formation;

e Drainage works including manhole and sewer
construction; and

e Noise barrier installation.
Car Park
e ABWF works.
Trackside Work
e Footing construction for OHL mast/portals;

e OHL mast/portals installation; and

e Cable trough & pit construction.

2.3.2 The tentative Construction programme for the next three months is presented in Appendix A.
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2.4 Project Organization

2.4.1 The project organization structure is presented in Appendix B. The key personal contact names

and numbers for the Project are summarized in Table 2.2.

Table 2.2 Contact Information of Key Personnel

Party Role Position Name Telephone
Project Project
MTRC Environmental Environmental Mr. Edan Li 2621 7194
Team Team Leader
Independent
Meinhardt Environmental IEC Mr. Adi Lee 2859 5443
Checker (IEC)
PCIV Contractor Environmental |\, 0 ise Poon | 6181 2923
Manager
Contractor’s Contractor’s
Acuity Environmental Mr. Ray Yan 3664 6888
ET Leader
Team (ET)
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2.5

Status of Environmental Licences, Notification and Permits

2.5.1 A summary of the valid permits, licences, and/ or notifications on environmental protection for
this Project is presented in Table 2.3.

Table 2.3 Summary of the Status of Valid Environmental License Notification, Permit and
Documentations

Permit/ Licences/ Valid Period
Notification/ Status Remark
Reference No. From To
Environmental Permit
EP-614/2022 9-Aug-2022 - Valid -

Construction Noise Permits (CNPs)

GW-RS0862-24 7-Oct-2024 4-Apr-2025 Valid until 13-Mar-2025 | Superseded by GW-RS0272-25
GW-RS0863-24 5-Oct-2024 | 30-Mar-2025 | Valid until 21-Mar-2025 | Superseded by GW-RS0269-25
GW-RS0990-24 28-Oct-2024 | 27-Apr-2025 Valid -
GW-RS1005-24 28-Oct-2024 | 27-Apr-2025 Valid -
GW-RS1161-24 2-Dec-2024 | 30-Mar-2025 | Valid until 13-Mar-2025 | Superseded by GW-RS0272-25
GW-RS1165-24 7-Dec-2024 | 30-Mar-2025 | Valid until 21-Mar-2025 | Superseded by GW-RS0269-25
GW-RS1238-24 30-Dec-2024 | 29-May-2025 Valid -
GW-RS1244-24 2-Jan-2025 | 29-Mar-2025 | Valid until 29-Mar-2025 -
GW-RS0269-25 22-Mar-25 15-Sep-25 Valid -
GW-RS0272-25 14-Mar-25 10-Sep-25 Valid -
Woastewater Discharge Licenses
WT10001052-2023 | 18-Oct-2023 | 31-Oct-2028 Valid -
WT10001151-2023 | 27-Oct-2023 | 31-Oct-2028 Valid -
WT10001533-2023 5-Dec-2023 | 31-Dec-2028 Valid -
Chemical Waste Producer Registration
5111-950-P3457-02 | 28-Jun-2023 - Valid -
Billing Account for Construction Waste Disposal
7047632 6-Jun-2023 - Valid -

Notification Under Air Pollution Control (Construction Dust)

493225

31-May-2023

Valid
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3.

3.1

3.1.1

3.1.2

ENVIRONMENTAL MONITORING REQUIREMENT

Construction Dust Monitoring

Monitoring Requirements

In accordance with the EM&A Manual, the ET shall carry out impact monitoring during
construction phase of the project. For 1-hour Total Suspended Particulates (TSP) monitoring,
the sampling frequency of at least three times every six days should be undertaken when the
highest dust impact occurs. The Action and Limit levels of the air quality monitoring are
provided in Appendix D.

Monitoring Equipment

1-hour TSP air quality monitoring was preformed using High VVolume Sampler (HVS) located
at the designated monitoring station. The HVS meets all the requirements of the EM&A Manual.
The equipment used for 1-hour TSP measurement during the reporting month are summarised
in Table 3.1.

Table 3.1 Construction Dust Monitoring Equipment

Measuring Monitoring Brand and Serial

Parameter Equipment Model Number Expiry Date

High Volume Sampler TE-5170X 1086 1-6-2025
Calibration Kit TE-5025A 3465 15-1-2025

1-hour TSP

3.1.3

3.14

Initial calibration of HVS with mass flow controller was conducted upon installation and will
be conducted every six months. Copies of calibration certificates of the HVS is presented in
Appendix E.

Monitoring Locations

The monitoring station for construction dust monitoring pertinent to the Project has been
identified based on the approved EM&A Manual for TUE of the Project. As public safety
concerns were identified, the alternative impact monitoring location at DM-1b has been
proposed and approved by EPD on 30 May 2023. The location of the construction dust
monitoring station during the reporting period is summarised in Table 3.2 and shown in Figure
3.1.
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Table 3.2 Location of Construction Dust Monitoring Station

Monitoring Station ID Monitoring Station

DM-1b G/F of Ying Yuet House

Monitoring Methodology

3.1.5 The 1-hour TSP monitoring equipment, High VVolume Sampler (Tisch TE-5170X High Volume
Air Sampler), was deployed for the impact monitoring. The HVS was free-standing with no
obstruction. The following criteria were considered in the installation of the HVS:

3.16

3.1.7

A horizontal platform with appropriate support to secure the samples against gusty wind
was provided;

The distance between the sampler and an obstacle, such as buildings, at least twice the
height that the obstacle protrudes above the HVS;

A minimum of 2 meters separation from any supporting structure and measured
horizontally;

No furnace or incinerator flues was nearby;

Airflow around the sampler was unrestricted,;

The sampler was located more than 20 meters from the dripline;
Wire fence and gate did not cause any obstruction during monitoring;

Permission was obtained to set up the samplers and gain access to the monitoring station;
and

A secured supply of electricity was obtained to operate the samplers.

Preparation of Filter Papers

Glass fiber filters were labelled and sufficient filters that were clean and without pinholes
were selected;

All filters were equilibrated in the conditioning environment for 24 hours before weighing.
The conditioning environment temperature was around 25 °C and not varied by more than
13 °C; the relative humidity (RH) was 40%; and

Acumen Laboratory and Testing Limited, as a HOKLAS accredited laboratory,
implemented comprehensive quality assurance and quality control programmes on the
filters.

Field Monitoring

The power supply was checked to ensure that the HVS was working properly;
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3.1.8

3.1.9

The filter holder and area surrounding the filter were cleaned,

The filter holder was removed by loosening the foul bolts, and a new filter, with stamped
number upward, on a supporting screen was aligned carefully;

The filter was properly aligned on the screen so that the gasket formed an airtight seal on
the outer edges of the filter;

The swing bolts were fastened to hold the filter holder down to the frame. The pressure
applied should be sufficient to avoid air leakage at the edges;

The shelter lid was closed and secured with an aluminium strip;
A new flow rate record sheet was inserted into the flow recorder;

The flow rates of the HVS was checked and adjusted to between 0.6 - 1.7 m®min, which
was within the range specified in the EM&A Manual (i.e. 0.6 - 1.7 m*/min);

The programmable timer was set for a sampling period of 1 hour, and the starting time,
weather condition and filter number were recorded,;

The initial elapsed time was recorded;

At the end of sampling, the sampled filter was removed carefully and folded in half so that
only surfaces with collected particulate matter were in contact;

The filter paper was placed in a clean plastic envelope and sealed; all monitoring
information was recorded on a standard data sheet; and

The filters were sent to Acumen Laboratory and Testing Ltd for analysis.

Maintenance and Calibration

The HVS and its accessories were maintained in good working condition, such as replacing
motor brushes routinely and checking electrical wiring to ensure a continuous power

supply.
HVS was calibrated using TE-5025A Calibration Kit upon installation.

Calibration certificate of the TE-5025A Calibration Kit and the HVS is provided in
Appendix E.

Monitoring Schedule for the Reporting Month

The schedule for environmental monitoring in March 2025 is provided in Appendix F.
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3.2 Construction Noise Monitoring

Monitoring Requirements

3.2.1 Inaccordance with the approved EM&A Manual, impact noise monitoring should be conducted
for at least once a week during the construction phase of the Project. Table 3.3 summarises the
monitoring parameters, frequency and duration of impact noise monitoring. The Action and
Limit levels of the construction noise monitoring are presented in Appendix D.

Table 3.3 Noise Monitoring Parameters, Frequency and Duration

Parameter and Duration Frequency

30-min measurement at each monitoring station between 0700 and

At least once per week
1900 hours on normal weekdays. Leg, L1o and Loo would be recorded.

Monitoring Equipment

3.2.2 Noise monitoring was performed using sound level meter at the designated monitoring station.
The sound level meters deployed comply with the International Electrotechnical Commission
Publications 651:1979 (Type 1) and 804:1985 (Type 1) specifications. Acoustic calibrator was
deployed to check the sound level meters at a known sound pressure level. Brand and model of
the equipment is given in Table 3.4.

Table 3.4 Noise Monitoring Equipment for Regular Noise Monitoring

Equipment Model Serial No. Callbgit;?:y(;:tt;ﬁcate
Sound Level Meter NTi XL2 A2A-17638-E0 26 March 2025!!1
Sound Level Meter NTi XL3 A3A-01229-F0 24 July 2025
Acoustic Calibrator Rion NC-74 34615222 26 March 20252
Acoustic Calibrator Rion NC-75 34724244 23 July 2025

Remark:
[1] Sound Level Meter, NTi XL2 (Serial No.: A2A-17638-E0), was not used for impact noise monitoring on or after 26 March 2025.
[2] Acoustic Calibrator, Rion NC-74 (Serial No. 34615222), was not used for impact noise monitoring on or after 26 March 2025.

Monitoring Locations

3.2.3 The monitoring station for construction noise monitoring pertinent to the Project has been
identified based on the approved EM&A Manual for TUE of the Project. The location of the
construction noise monitoring station during the reporting period is summarised in Table 3.5
and shown in Figure 3.2.

Table 3.5 Noise Monitoring Station during Construction Phase

Monitoring Station ID Monitoring Station
NM1 Ying Tung Estate
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Monitoring Methodology

3.2.4 Monitoring Procedure

Facade measurement was made at NM1.
The battery condition was checked to ensure the correct functioning of the meter.

Parameters such as frequency weighting, the time weighting and the measurement time
were set as follows:

I.  Frequency weighting: A
Il.  Time weighting: Fast

I1l.  Time measurement: Leq(o-minutes) during non-restricted hours i.e. 0700-1900 hours on
normal weekdays.

Prior to and after each noise measurement, the meter was calibrated using the acoustic
calibrator for 94 dB(A) at 1000 Hz. If the difference in the calibration level before and
after measurement was more than 1 dB(A), the measurement would be considered invalid
and repeat of noise measurement would be required after re-calibration or repair of the
equipment.

During the monitoring period, the Leq, Lio and Lgo were recorded. In addition, site
conditions and noise sources were recorded on a standard record sheet.

Noise measurement was paused during periods of high intrusive noise (e.g. dog barking,
helicopter noise, etc) if possible. Observations were recorded when intrusive noise was
unavoidable.

Noise monitoring was cancelled in the presence of fog, rain, wind with a steady speed
exceeding 5 m/s, or wind with gusts exceeding 10 m/s.

Maintenance and Calibration

3.2.5 Maintenance and Calibration procedures are as follows:

C.

The microphone head of the sound level meter and calibrator were cleaned with a soft cloth
at quarterly intervals.

The meter and calibrator were sent to the supplier or HOKLAS laboratory to check and
calibrate at yearly intervals.

Relevant calibration certificates of the monitoring equipment are provided in Appendix E.

Monitoring Schedule for the Reporting Month

3.2.6 The schedule for environmental monitoring in March 2025 is provided in Appendix F.

10
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4. IMPLEMENTATION STATUS OF ENVIRONMENTAL MITIGATION
MEASURES

sustainability

Member of the Aurecon Group

4.1.1 The Contractor has implemented environmental mitigation measures and requirements as stated
in the EIA Report, the EP and EM&A Manual. The implementation status of the environmental
mitigation measures during the reporting period is summarized in Appendix C. Status of
required submissions under the EP during the reporting period is summarised in Table 4.1.

Table 4.1 Status of Required Submission under Environmental Permit

EP condition Submission Submission Date

o Construction Noise Management Plan (for
Condition 2.13 19 March 2025
Works Contract No. 1202) (March 2025)

Condition 3.4 Monthly EM&A Report (February 2025) 14 March 2025

11
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5. MONITORING RESULTS

5.1  Construction Dust Monitoring

5.1.1 Theresults for 1-hour TSP are summarized in Table 5.1. Detailed air quality monitoring results
and wind monitoring data extracted from the Chek Lap Kok Automatic Weather Station
operated by Hong Kong Observatory are presented in Appendix G.

Table 5.1 Summary of 1-hour TSP Monitoring Results
Monitoring Average Range Action Level Limit Level
Location (ng/m?) (ng/m?) (ng/m’) (ng/m’)
DM-1b 111.4 43.4-182.4 327.0 500.0

5.1.2 No exceedance of Action or Limit Level was recorded for 1-hour TSP monitoring in the
reporting month.

5.1.3 The Event and Action Plan is annexed in Appendix I.

5.1.4 Major dust sources during the monitoring included construction dust and other nearby
construction sites.

5.2  Regular Construction Noise Monitoring

5.2.1 The monitoring results for construction noise monitoring are summarized in Table 5.2 and the

monitoring data is provided in Appendix H.

Table 5.2 Summary of Construction Noise Monitoring Results

L. . Range, dB(A), Limit Level, dB(A),
Monitoring Station ID
Leq(30mins) Leq(30mins)
NMI1* 50.7-71.0 75

5.2.2

5.2.3

524

Remark: * Baseline correction will be made to the measured when the measured noise level exceeded the corresponding baseline noise level
and presented in the table.

No exceedance of Action or Limit Level was recorded in the reporting month.
The Event and Action Plan is annexed in Appendix I.

Major noise sources during the monitoring included construction noise from the Project site,
and other nearby construction sites.

12
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5.3

5.3.1

5.3.2

5.3.3

5.34

5.35

5.4

54.1

Waste Management

C&D materials and wastes sorting were carried out on site. Receptacles were available for C&D
wastes and general refuse collection,

As advised by the Contractor, about 0.4100 m® of inert C&D material was generated, about
0.4100 m? of construction waste was disposed of as public fill in the reporting month. No inert
C&D materials were reused in other projects or in the Contract in the reporting month. No fill
material was imported in the reporting month. About 95.5000 tonnes of general refuse was
generated in the reporting month. About 0.3570 tonnes of paper/ cardboard packaging material
and about 1.6980 tonnes of plastics were collected by a licensed recycle contractor in the
reporting month. About 19.8200 tonnes of metal was collected by a licensed recycle contractor
in the reporting month. No chemical waste was collected by a licensed contractor in the
reporting month. The waste flow table is annexed in Appendix L.

The Contractor is advised to properly maintain on site C&D materials and wastes collection
sorting and recording system and maximize reuse/recycle of C&D materials and wastes. The
Contractor is reminded to properly maintain the site tidiness and dispose of the wastes
accumulated on site regularly and property.

The Contractor is reminded that chemical waste containers should be properly treated and
stored temporarily in designated chemical waste storage area in site in accordance with the
Code of Practice on the Packaging, Labelling and Storage of Chemical Wastes.

All dump track for C&D materials transportation and disposal had equipped with Global
Positioning System (GPS) for real-time tracking and monitoring of their travel routings and
parking locations. According to the record of travel routings and parking locations of all dump
trucks provided by the Contractor, no track deviation or abnormal parking location was
observed during the reporting period.

Landscape and Visual

Bi-weekly inspection of the implementation of landscape and visual mitigation measures was
conducted on 11 and 25 March 2025. A summary of the site inspection is provided on
Appendix C. The observations and recommendations made during the site inspections are
presented in Table 6.1.

13
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6. ENVIRONMENTAL SITE INSPECTION AND AUDIT

6.1.1 Site inspections were carried out on a weekly basis to monitor the implementation of proper
environmental pollution control and mitigation measures for the Project. A summary of the
mitigation measures implementation schedule is provided in Appendix C.

6.1.2 In the reporting month, 4 site inspections were carried out on 4, 11, 18 and 25 March 2025.
Joint inspections with the IEC, ER, the Contractor and the ET were conducted on 4 March 2025.
No non-compliance was recorded during the site inspection. Details of observations recorded
during the site inspections are presented in Table 6.1.

Table 6.1 Observations and Reminders of Site Audit
Parameters Date Observation/ Reminder Follow-up Status
Observation Observation
4 March 1. Atgate3and westside of TCE | 1. At gate 3 and west side of TCE
2025 station, NRMM label shall be station, NRMM label had been
maintained in good condition. maintained in good condition
. . on 7 March 2025.
Air Quality - -
Observation Observation
25 March 1. At TCE Station, regular water | 1. At TCE Station, regular water
2025 spray shall be provided to the spray had been provided to the
stockpile of dusty materials. stockpile of dusty materials on
28 March 2025.
Noise Nil Nil Nil
Observation Observation
1. At cast side of TCE Station, | 1. At east side of TCE Station,
4 March ) : . .
2025 wastewater discharge point wastewater discharge point had
shall be maintained in good been maintained in good
condition. condition on 7 March 2025.
Water Quality Observation Observation
1. At car park, wastewater pipes | 1. At car park, wastewater pipes
25 March shall be connected to the had been connected to the
2025 wastewater treatment facilities wastewater treatment facilities
directly and maintained in directly and maintained in good
good condition. condition on 28 March 2025.
Waste/chemical Nil Nil Nil
management
Landscape & Nil Nil Nil
Visual
Observation Observation
Permits/licenses 11 March | 1. At gate 5A, CNP shall be | 1. At gate 5A, CNP had been
2025 posted at the site entrance. posted at the site entrance on 14
March 2025.

14
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6.1.3 All follow-up actions requested by Contractor's ET and IEC during the site inspection were
undertaken as reported by the Contractor and confirmed in the following weekly site inspection
conducted during the reporting period.

15
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7.

7.1

7.1.1

7.1.2

7.1.3

7.2

7.2.1

7.3

7.3.1

7.4

74.1

ENVIRONMENTAL NON-CONFORMANCE

Summary of Monitoring Exceedances

No Action or Limit Level exceedance was recorded for 1-hour TSP monitoring in the reporting
month.

No exceedance of Action or Limit Level for construction noise monitoring was recorded in the
reporting month.

Summary of Notification of Exceedance is provided in Appendix K.

Summary of Environmental Non-Compliance

No environmental non-compliance was recorded in the reporting month.

Summary of Environmental Complaints

No environmental complaint was received in the reporting period.

Summary of Environmental Summon and Successful Prosecutions

No environmental related prosecution or notification of summons was received in the reporting
month. Cumulative statistics on notification of summons and successful prosecutions is
provided in Appendix J.
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8. FUTURE KEY ISSUES

8.1 Construction Programme for the Next Three Months

8.1.1 The tentative construction programme for the next three months is presented in Appendix A.
8.1.2 The major construction works between April 2025 to June 2025 will be:

Table 8.1 Major Construction for the Next Three Months

Location Site Activities

TCE Station

e Substructure works for main station, ancillary building,
extended concourse and link bridge support;

e Superstructure works for main station, link bridge support,
extended station and ancillary building;

e Temporary works of Tower Crane Erection;
e Drainage works;

e ABWEF works; and

e BS and E&M system installation.

IE and Temporary Works Area in Area 113

e Truss Fabrication and installation; and
e Superstructure works;
e ABWF works; and

e BS and E&M system installation.

TCE Area East and West side of TCE Station

e Retaining wall construction & site formation;

e Drainage works including Manhole and Sewer
construction;

e Noise barrier installation;

e Supporting steel frame erection (civil enabling works for
down track diversion);

e ABWEF works; and

e BSand E&M system installation.
Car Park

e ABWF works.
Trackside Work

e OHL mast/portals;
e OHL mast/portals installation & removal,

17
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Location Site Activities
e Fencing erection;
e Cable trough & pit construction; and

e Cable brackets installation.

8.2 Key Issues for the Coming Month

8.2.1 Potential environmental impacts arising from the above construction activities are mainly
associated with construction dust impact, noise impact, water quality and waste management.

8.3 Monitoring Schedule for the Next Month

8.3.1 The monitoring schedule for the next reporting month is presented in Appendix F.
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9.

9.1

9.11

9.1.2

9.13

9.14

9.15

9.2

9.21

CONCLUSION AND RECOMMENDATIONS

Conclusions
1-hour TSP and noise monitoring were carried out in the reporting month.

No Action or Limit Level exceedance was recorded for 1-hour TSP monitoring in the reporting
month.

No exceedance of Action or Limit Level was recorded for noise monitoring in the reporting
month.

4 nos. of environmental site inspections were carried out in March 2025. Recommendations on
remedial actions were given to the Contractor for the deficiencies identified during the site audit.

No environmental complaint was received in the reporting period. No non-compliance was
reported in the reporting period. No notification of summon or prosecution was received in this
reporting period.

Comments and Recommendations

According to the environmental site inspections performed in the reporting month, the
following recommendations were provided:

Air Quality Impact

o Sufficient dust suppression measures to stockpile of dusty material should be provided; and
e Faded NRMM label should be replaced.

Construction Noise Impact

¢ No specific observation was identified in the reporting month.

Water Quality Impact

e Regular maintenance to wastewater treatment facility and drainage system should be
provided; and

e \Wastewater treatment facility should be properly installed.
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Chemical and Waste Management

¢ No specific observation was identified in the reporting month.

Landscape & Visual Impact

¢ No specific observation was identified in the reporting month.

Permits/licenses

e CNP should be properly displayed on site boundary.
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Appendix A
Tentative Construction Programme
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Contract 1202 Tung Chung East Station & Associated Enabling Works for Track Diversions

3 Months Rolling Programme
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Project Organization Structure
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Implementation Schedule of Environmental Mitigation Measures

be implemented;

+ Vehicle washing facilities
should be provided at every
designated exit point of the
construction worksites;

+ Any excavated or stockpile
of dusty material should be

by

sheeting or

covered entirely
impervious

sprayed with water to

Objectives of the Requirements
EM&A .o, . . . . .
Recommended Mitigation Recommended Implementation | Location / Implementation| and / or _
Log ) o Implementation status
. Measures Measures & Main Agent Timing Phase standards to
Re
Concerns to address be achieved
Construction Dust Impact
D1 The following dust suppression | Minimise dust Contractor All Construction |* APCO Rectified and implemented
measures/practices should be |impact at the nearby construction | phase after observation.
* To control
incorporated: sensitive receivers sites
) the dust
+ Regular watering once per
impact to
hour on all exposed P
construction areas with dust meet
emission and haul road will HKAQO and
EIAO-TM
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EM&A

Recommended Mitigation
Log

Measures
Ref

Objectives of the
Recommended
Measures & Main

Concerns to address

Implementation

Agent

Location /

Timing

Implementation

Phase

Requirements
and / or
standards to

be achieved

Implementation status

maintain the entire surface
wet and then removed or
backfilled or reinstated
where practicable for the
excavation or unloading;

+ Any dusty materials
remaining after a stockpile is
removed should be wetted
with water and cleared from
the surface of roads;

+ Astockpile of dusty material
should not be extended
beyond the pedestrian
barriers, fencing or traffic
cones;

+ The load of dusty materials
on a vehicle leaving a
construction site should be

covered entirely by

impervious  sheeting to
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EM&A
Log
Ref

Recommended Mitigation

Measures

Objectives of the
Recommended
Measures & Main

Concerns to address

Implementation

Agent

Location /

Timing

Implementation

Phase

Requirements
and / or
standards to

be achieved

Implementation status

ensure that the dusty
materials do not leak from
the vehicle;

«  Where practicable, vehicle
washing facilities with high
pressure water jet should be
provided at every
discernible or designated
vehicle exit point. The area
where vehicle washing takes
place and the road section
between  the  washing
facilities and the exit point
should be paved with
concrete, bituminous
materials or hardcores;

+ When there are open
excavation and
reinstatement works,

hoarding of not less than
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EM&A

Recommended Mitigation
Log

Measures
Ref

Objectives of the
Recommended
Measures & Main

Concerns to address

Implementation

Agent

Location /

Timing

Implementation

Phase

Requirements
and / or
standards to

be achieved

Implementation status

24m high should be
provided as far as
practicable along the site
boundary with provision for
public crossing. Good site
practice shall also be
adopted by the Contractor to
ensure the conditions of the
hoardings are properly
maintained throughout the
construction period;

* The portion of any road
leading only to the
construction site that is
within 30m of a wvehicle
entrance or exit should be
kept clear of dusty materials;

*  Surfaces where any

pneumatic or power-driven

drilling, cutting, polishing or
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EM&A

Recommended Mitigation
Log

Measures
Ref

Objectives of the
Recommended
Measures & Main

Concerns to address

Implementation

Agent

Location /

Timing

Implementation

Phase

Requirements
and / or
standards to

be achieved

Implementation status

other mechanical breaking
operation takes place should
be sprayed with water or a
dust suppression chemical
continuously;

 Any area that involves
demolition activities should
be sprayed with water or a
dust suppression chemical
immediately prior to, during
and immediately after the
activities so as to maintain
the entire surface wet;

»  Where scaffolding is erected
around the perimeter of a
building under construction,
effective  dust  screens,
sheeting or netting should be

provided to enclose the

scaffolding from the ground
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EM&A
Log
Ref

Recommended Mitigation

Measures

Objectives of the
Recommended
Measures & Main

Concerns to address

Implementation

Agent

Location /

Timing

Implementation

Phase

Requirements
and / or
standards to

be achieved

Implementation status

floor level of the building, or
a canopy should be provided
from the first floor level up
to the highest level of the
scaffolding;

* Any skip hoist for material
transport should be totally
enclosed by impervious
sheeting;

« Every stock of more than 20
bags of cement or dry
pulverised fuel ash (PFA)
should be covered entirely
by impervious sheeting or
placed in an area sheltered
on the top and the 3 sides;

+ Cement or dry PFA
delivered in bulk should be
stored in a closed silo fitted

with an audible high level
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EM&A
Log
Ref

Recommended Mitigation

Measures

Objectives of the
Recommended
Measures & Main

Concerns to address

Implementation

Agent

Location /

Timing

Implementation

Phase

Requirements
and / or
standards to

be achieved

Implementation status

alarm which is interlocked
with the material filling line
and no overfilling is
allowed,;

+ Loading, unloading,
transfer, handling or storage
of bulk cement or dry PFA
should be carried out in a
totally enclosed system or
facility, and any vent or
exhaust should be fitted with
an effective fabric filter or
equivalent air pollution
control system;

+ Cement or dry PFA
delivered in bulk should be
stored in a closed silo fitted
with an audible high level
alarm which is interlocked

with the material filling line
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EM&A
Log
Ref

Recommended Mitigation

Measures

Objectives of the
Recommended
Measures & Main

Concerns to address

Implementation

Agent

Location /

Timing

Implementation

Phase

Requirements
and / or
standards to

be achieved

Implementation status

and no overfilling is
allowed,;

Loading, unloading,
transfer, handling or storage
of bulk cement or dry PFA
should be carried out in a
totally enclosed system or
facility, and any vent or
exhaust should be fitted with
an effective fabric filter or
equivalent air pollution
control system; and
Exposed earth should be
properly treated by
compaction, turfing,
hydroseeding,  vegetation
planting or sealing with
latex, vinyl, bitumen,
shotcrete or other suitable

surface stabilisers within six
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practicable;

Objectives of the Requirements

EM&A .o, . . . . .

Recommended Mitigation Recommended Implementation | Location / Implementation| and / or _

Log ) o Implementation status

. Measures Measures & Main Agent Timing Phase standards to

Re

Concerns to address be achieved
months after the last
construction activity on the
construction site or part of
the construction site where
the exposed earth lies.

D2 The following good site |Control emissions Contractor All Construction  [* Air Pollution | Rectified and implemented
practices to reduce the exhaust |from non-road mobile construction | phase Control after observation.
emission from the use of non- | machinery sites (NRMMs)
road mobile machinery and (Emission)
construction plant and Regulation
equipment should be
. * To control
implemented:

. the fuel
+ Regulated machines shall be
combustion
used and exempted NRMMs
should be avoided where crission
from PMEs
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EM&A

Recommended Mitigation
Log

Measures
Ref

Objectives of the
Recommended
Measures & Main

Concerns to address

Implementation

Agent

Location /

Timing

Implementation

Phase

Requirements
and / or
standards to

be achieved

Implementation status

+ Use cleaner fuel such as
ULSD in diesel-operated
construction plant to reduce
sulphur dioxide emission;

+ Use of electric PMEs where
practicable;

+ Use power supplied from
power utilities when
practicable (e.g. to replace
generators);

+ Switch off the engine of
PMEs when idling;

+ Implement regular and
proper maintenance for plant
and equipment;

+ Employ plant and equipment
of adequate size and power

output and avoid

overloading of the plant;
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should be operated onsite

and plant should be serviced

Objectives of the Requirements
EM&A
Recommended Mitigation Recommended Implementation | Location / Implementation| and / or
Log Implementation status
Measures Measures & Main Agent Timing Phase standards to
Ref Concerns to address be achieved
+ Locate the PMEs away from
sensitive receivers as far as
possible; and
+ Erect screen to shield the
emission  source  from
sensitive receivers where
necessary and practicable
D3 Implement regular dust [Monitoring of dust |Contractor Selected dust |Construction * EIAO-TM | Implemented
monitoring  under EM&A |impact monitoring phase
programme during the stations
construction phase.
Construction Noise
N1 The following measures should |Control construction | Contractor All Construction * Annex 5, Implemented
be implemented: airborne noise construction | phase EIAO-TM
+ only well-maintained plant sites
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construction programme;

» machines and plant (such as
trucks, cranes) that may be
in intermittent use should be
shut down between work
periods or should be
throttled down to a
minimum;

+ plant known to emit noise
strongly in one direction,
where possible, be
orientated so that the noise
is directed away from
nearby NSRs;

+ silencers or mufflers

which available on

construction equipment

should be properly fitted

Objectives of the Requirements

EM&A .o, . . . . .

Recommended Mitigation Recommended Implementation | Location / Implementation| and / or _
Log ) Implementation status
. Measures Measures & Main Agent Timing Phase standards to

Re

Concerns to address be achieved
regularly during the
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Summary of Action and Limit Levels
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Summary of Action and Limit Levels
Table 1 Action and Limit levels for 1-hour TSP
Monitoring Location Action Level (ng/m®) | Limit Level (ug/m®)
Location ID Mg Mg
DM-1b G/F of Ying Yuet 327 500
House
Table 2 Action and Limit Levels for Construction Noise (0700-1900 hours of
normal weekdays)
Monitoring Location Action Level Limit Level (dB(A))
Location ID ! ! v it Lev
NMI1 Ying Tung Estate When one dpcume;nted 75
complaint is received
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Calibration Certificates of Equipment
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aurecon

HIVOL SAMPLER CALIBRATION DATA SHEET (TSP)
Site Information
Location: Tung Chung East Site ID: DM-1b Date: 02-Dec-2024
Serial No: 1086 Model: TE-5170X |Operator: Andy Li
Ambient Condition
Actual Pressure during Calibration (P,) Actual Temperature during 294.2
(mm Hg): 7614 Calibration (T,) (deg K): ’
Calibration Orifice
Model: TE-5025A Slope (m,): 2.06920
Serial No.: 3465 Intercept (b): -0.02547
Calibration Due Date: 15-Jan-25 Corr. Coeff: 0.99999
Calibration Data
Plate or AH,O Qa, X-Axis I, CFM IC, Y-Axis
Test # (in) (m*min) (chart) (corrected)

18 12.70 1.747 59.0 59.43

13 9.00 1.473 52.0 52.38

10 6.60 1.263 47.0 47.35

7 3.80 0.961 40.0 40.29

5 2.40 0.767 35.0 35.26
Sampler Calibtation Relationship (Qa on x-axis, IC on y-axis)

m= 24.4316 b= 16.5945 Corr. Coeff= 0.9998

Qa = 1/m*[Sart (AH,0*(P./Psg) *(Tsia/Ta))- bel

1C = 1*(Sqrt (P,/Psg) *(Tsta/T2))

Qa = actual flow rate

IC = corrected chart response
| = actual chart response

m, = calibrator slope

b, = calibrator intercept

Calculations

m =sampler slope

o

Tsg = 298 deg K

Psig = 760 mm Hg

=sampler intercept

T, = actual temperature during calibration (deg K)
P, = actual pressure during calibration (mm Hg)

Flow Rate Chart

Actual Chart Response (IC)

62.00

52.00

42.00

32.00

22.00

12.00

R?=0.9997

0.000 0.200 0.400

0.600

0.800 1.000

1.200

1.400

1.600 1.800 2.000

Checked by: Kevin Li

Standard Flow Rate
(m3/min)

Environmental Team Leader

Date:

02-Dec-2024
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C—
TISCH |

Environmental

RECALIBRATION
DUE DATE:

January 15, 2025

Calibration Certification Information
Cal. Date: January 15, 2024 Rootsmeter S/N: 438320 Ta: 294 °K
Operator: Jim Tisch Pa: 755.9 mm Hg
Calibration Model #:  TE-5025A Calibrator S/N: 3465
Vol. Init Vol. Final AVol. ATime ap AH
Run (m3) (m3) (m3) (min) (mm Hg) (in H20)
1 1 2 1 1.4350 33 2.00
2 3 4 1 1.0180 6.4 4.00
3 5 6 1 0.9090 8.0 5.00
4 7 8 1 0.8670 8.9 5.50
5 9 10 1 0.7150 12.9 8.00
Data Tabulation
Pa )( Tstd )
Vstd Qstd AH( Pstd \ Ta Qa AH( Ta/ Pa)
(m3) (x-axis) (y-axis) Va (x-axis) (y-axis)
1.0037 0.6995 1.4200 0.9956 0.6938 0.8820
0.9996 0.9819 2.0081 0.9915 0.9740 1.2473
0.9975 1.0973 2.2452 0.9894 1.0885 1.3945
0.9963 1.1491 2.3547 0.9882 1.1398 1.4626
0.9909 1.3859 2.8399 0.9829 1.3747 1.7639
m= 2.06920 m= 1.29570
QSTD b= -0.02547 QA b= -0.01582
r= 0.99999 r= 0.99999
Calculations
Vstd=|AVol((Pa-AP)/Pstd)(Tstd/Ta) Va=|AVol((Pa-AP)/Pa)
Qstd=|Vstd/ATime Qa=|Va/ATime

For subsequent flow rate calculations:

(B ED) )

ar ()

RECALIBRATION

Qstd=
Standard Conditions
Tstd:|  298.15 og
Pstd: 760 mm Hg
Key

AH: calibrator manometer reading (in H20)

AP: rootsmeter manometer reading (mm Hg)

Ta: actual absolute temperature (°K)

Pa: actual barometric pressure (mm Hg)

b: intercept

m: slope

US EPA recommends annual recalibration per 1998
40 Code of Federal Regulations Part 50 to 51,
Appendix B to Part 50, Reference Method for the
Determination of Suspended Particulate Matter in
the Atmosphere, 9.2.17, page 30

Tisch Environmental, Inc.
145 South Miami Avenue
Village of Cleves, OH 45002

www.tisch-env.com

TOLL FREE: (877)263-7610

FAX: (513)467-9009
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Noise Monitoring Equipment

‘ e o+ Rl IR /coustcs and At Testing Laboratory Co.lid. || Jf RN
(A A) L CEYVETREY LTV

Certificate of Calibration

Description:
Manufacturer:
Type No.:
Microphone:

Preamplifier:

Customer:

Address:

Jfor

Sound Level Meter
NTi Audio
XL2 (Serial No.: A2A-17638-E0)
ACO 7052 (Serial No.:73912)
NTi Audio M2211 MA220 (Serial No.:10390)
Submitted by:
Aurecon Hong Kong Limited
Unit 1608, 16/F, Tower B, Manulife Financial Centre,
223-231 Wai Yip Street, Kwun Tong,
Kowloon, Hong Kong

Upon receipt for calibration, the instrument was found to be:

] Within (31.5Hz — 8kHz)
[J outside

the allowable tolerance.

The test equipment used for calibration are traceable to National Standards via:
- The Government of The Hong Kong Special Administrative Region Standard & Calibration

Laboratory

Date of receipt: 21 March 2024

Date of calibration: 27 March 2024

Date of NEXT calibration: 26 March 2025

/,/'
///3// /
Calibrated by: -~

Certified by:

Calibration Technician

Date of issue: 27 March 2024

Certificate No.: APJ23-155-CC001

Room 422 Leader Industrial Centre,57-59 Au Pui Wan Street ,Fo Tan, Shatin,N.T.,Hong Kong

Tel: (852) 2668 3423 Fax:(852) 2668 6946

Homepage: http://www.aa-lab.com  E-mail : inquiry@aa-lab.com
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" (A+A)*L

1.

Certificate No.: APJ23-155-CC001

Room 422, Leader Industrial Centre,57-59 Au Pui Wan Street ,Fo Tan, Shatin,N.T.,Hong Kong

Calibration Precaution:

| Acoustcs and Ai Tesfing Laboratory Co.Ltd. | | Il BN
BERZERAARBZRIRAE

- The unit-under-test (UUT) was allowed to stabilize in the laboratory for over 24 hours,
and switched on to warm up for over 10 minutes before the commencement of the test.

- The results presented are the mean of 3 measurements at each calibration point.

Calibration Conditions:

Air Temperature: 22.5°C
Air Pressure: 1005 hPa
Relative Humidity: 69.8 %
Calibration Equipment:
Calibration
Type Serial No. Report Number
Multifunction Calibrator B&K 4226 2288467 AV220061

Calibration Results

Sound Pressure Level

Reference Sound Pressure Level

HOKLAS

Traceable to

Setting of Unit-under-test (UUT)

Applied value

|UUT Reading,

IEC 61672 Class 1

Range, dB | Freq. Weighting | Time Weighting || Level, dB | Frequency, Hz dB Specification, dB
30-130 dBA SPL Fast 94 1000 94.1 0.4
Linearity
Semng of Unit-under-test (UUT) Applied value uuT Reading,llEC 61672 Class 1
Range, dB | Freq. Weighting | Time Weighting || Level, dB | Frequency, Hz dB Specification, dB
94 94.1 Ref
30-130 dBA SPL Fast 104 1000 104.1 +0.3
114 114.1 0.3
Time Weighting
Setting of Unit-under-test (UUT) Applied value lUUT Reading[IEC 61672 Class 1
Range, dB | Freq. Weighting Time Weighting Level, dB | Frequency, Hz dB Specification, dB
Fast 04,
30-130 | dBA  SPL s 94 1000 4.1 Ret
Slow 94.1 +0.3

Tel: (852) 2668 3423
Homepage: http://www.aa-lab.com

Fax:(852) 2668 6946
E-mail : inquiry@aa-lab.com
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(A+A)*|_ | Acousics and Air Testing Laboratory Co.ltd. | | | I
BERZRANARBEGTRAE
Frequency Response
Linear Response
Setting of Unit-under-test (UUT) Applied value UUT Reading JIEC 61672 Class 1
' Range, dB | Freq. Weighting | Time Weighting | Level, dB | Frequency, Hz dB Specification, dB
31.5 94.2 2.0
63 94.2 +1.5
125 94.1 +1.5
250 94.1 +1.4
30-130 dB SPL Fast 94 500 94.1 +1.4
1000 94.1 Ref
2000 94.4 +1.6
4000 95.3 +1.6
8000 94.9 +2.1;-3.1
A-weighting
Setting of Unit-under-test (UUT) Applied value UUT Reading,(IEC 61672 Class 1
Range, dB | Freq. Wei&g Time Wei% Level, dB | Frequency, Hz dB Specification, dB
31.5 55.0 -39.442.0
63 68.0 -26.2+1.5
125 78.0 -16.1:+1.5
250 85.4 -8.6+1.4
30-130 dBA SPL Fast 94 500 90.9 -3.2+1.4
1000 94.1 Ref
2000 95.6 +1.2:+1.6
4000 96.3 +1.0+1.6
8000 93.8 -1.1+2.1; -3.1
C-weighting
Setting of Unit-under-test (UUT) Applied value ]UUT Reading/IEC 61672 Class 1
 Range, dB | Freq. Weighting | Time Weighting | Level, dB | Frequency, Hz dB Specification, dB
31.5 91.2 -3.042.0
63 93.4 -0.8%1.5
125 93.9 -0.2+1.5
250 94.1 -0.0+1.4
30-130 dBC SPL Fast 94 500 94.2 -0.0+1.4
1000 94.1 Ref
2000 94.3 -0.2+41.6
4000 94.5 -0.8+1.6
8000 91.9 -3.0+2.1: -3.1

)

PSS N
Fen ."/ \'?0
Certificate No.: APJ23-155-CC001 GA+A) *L)2
\ >

Room 422 Leader Industrial Centre,57-59 Au Pui Wan Street ,Fo Tan, Shatin,N.T.,Hong Kong
Tel: (852) 2668 3423 Fax:(852) 2668 6946
Homepage: http://www.aa-lab.com  E-mail : inquiry@aa-lab.com
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(A+A)*L

5. Calibration Results Applied

| Acousics and At Testing Laboratory Co.Ltd. | | lf RN
RERERARKBEERAT

The results apply to the particular unit-under-test only. All calibration points are within
manufacture’s specification as IEC 61672 Class 1.

Uncertainties of Applied Value:

94 dB 31.5Hz + 0.10
63 Hz + 0.05
125 Hz + 0.05
250 Hz + 0.05
500 Hz + 0.05
1000 Hz + 0.05
2000 Hz + 0.05
4000 Hz + 0.05
8000 Hz + 0.10
104 dB 1000 Hz + 0.05
114 dB 1000 Hz + 0.05

The uncertainties are evaluated for a 95% confidence level.

Note:

The values given in this certification only related to the values measured at the time of the
calibration and any uncertainties quoted will not allow for the equipment long-term drift, variations
with environmental changes, vibration and shock during transportation, overloading, mis-handling,
or the capability of any other laboratory to repeat the calibration. (A+A)*L shall not be liable for

any loss or damage resulting from the use of the equipment.

Certificate No.: APJ23-155-CC001

Room 422, Leader Industrial Centre,57-59 Au Pui Wan Street ,Fo Tan, Shatin,N.T.,Hong Kong
Tel: (852) 2668 3423
Homepage: http://www.aa-lab.com

Fax:(852) 2668 6946
E-mail : inquiry@aa-lab.com
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Manufacturer Calibration Certificate

The sound level meter submitted for testing successfully completed the periodic tests of
IEC 61672-3. All tests are traceable in accordance with ISO/IEC 17025.

No pattern approval is available for this sound level meter configuration.

Sound Level Meter

Manufacturer NTi Audio

Type XL3 SIN A3A-01229-F0
Firmware V1.36

Microphone Model M2340
Preamplifier MA230 SIN 1794
Microphone Capsule MC230A S/N A28290

Performance class
Customer Inventory Nr.

Customer

Date 25 July 2024

Certificate FL-24-115

Results PASSED
(for detajjed report see next pages)

Operator

Markus[Frick

NTi Audio AG + Im alten Riet 102, 9494 Schaan + Liechtenstein
info@nti-audio.com + www.nti-audio.com

1/8
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Measurement equipment

Test System
Model NTi Audio FX100, S/No. 11094
Last Calibration 02 July 2024
Cal Certificate NTI Cal #3393
Next Calibration 02 July 2025
Reference Microphone
Model MTG MV203 S/N #2435, Mic Capsule MK202 S/No. #7313
Last Calibration 18 November 2022
Cal Certificate DAkkS-000875
Next Calibration 17 November 2024
Sound Calibrator
Model Norsonic 1251 S/No. #30930
Reference Level 114 dB
Calibration Frequency 1000 Hz
Last Calibration 08 December 2022
Cal Certificate METAS #259-19602

Next Calibration 07 December 2024

Environmental conditions

Temperature 25.2 °C

Humidity 48 %

Pressure 965 hPa
Notes

* This calibration certificate documents the traceability to national standards, which realize
the units of measurement according to the international Systems of Units (S1).

* The user is obliged to have the object recalibrated at appropriate intervals,

* This calibration certificate may not be reproduced other than in full except with the
permission of the issuing laboratory. Calibration certificates without signature are not
valid.

* All limits listed in this report are acceptance limits in accordance with IEC61672.

* The reported expanded uncertainty is based on a standard uncertainty multiplied by a
coverage factor k=2, providing a level of confidence of approximately 95%. The
uncertainty evaluation has been carried out in accordance with the regulations of the
GUM.
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1. Indication at the calibration check frequency

The indication of the sound level meter at the calibration check fraquency is checked by
application of the sound calibrator and adjusted, if necessary, to indicate the reguired sound level
for the environmental conditions under which the tests are performed. All levels in [dB].

Sensitivity Sensitivity Meas Limit- Limit+ Uncert. Stalus
before calibration  after calibration level
42.9 mViPa 44 4 mviPa 114 113 115 0.2 Passed

2. Self-generated noise

2.1 Microphone cartridge installed
The self-generated noise is measured in the most-sensitive level range as a time-averaged sound
pressure level with frequency-weighting A and an averaging time of 30 seconds. All levels in [dB].

Weight- Meas Limit+ Uncert. Status
ing level

A 16.0 18.0 0.1 Passed

2.2 Microphone cartridge replaced by the capsule replacement NTI-K65-15

The self-generated noise is measured in the most-sensitive level range as a time-averaged sound
pressure lavel for all frequency-weightings and an averaging time of 30 seconds. All levels in [dB]
referenced to S = 42 mV/Pa.

Welght- Meas Limit+ Uncert. Status

ing iavel

A 10.7 13.0 04 Passed
Cc 12.8 16.0 0.1 Passed
z 18.6 240 0.1 Passed

3. Acoustic signal tests of a frequency weighting
The frequency weighting is tested for frequency-welghting A, using an acousfic test facility. The
sound level meter is set to a fast time-weighted sound level in the reference level range. All levels

in [dB].
Freq. Gen. Meas Dev Limit- Limit+ Uncert. Status
[Hz] level  level
126 70.0 69.6 -0.4 -1.0 1.0 0.4 Passzed
250 774 770 0.1 -1.0 1.0 0.4 Passed
500 827 82.7 0.0 -1.0 1.0 0.4 Passed
1000 86.0 86.1 0.1 07 0.7 0.4 Passed
2000 872 ar.4 0.2 -1.0 1.0 0.4 Passed
4000 8&7.0 BT 0.1 =1.0 1.0 0.4 Passed
8000 848 849 0.1 -2.5 1.5 0.4 Passed
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4. Electric signal tests of frequency weightings

Frequency weightings are determined relative to the res

electrical input signals. The sound level meter is set to

Certificate: FL-24-115

ponse at 1 kHz using steady sinuscidal
display F-time-weighted sound level in the

reference level range. All available freq uency weightings provided in the sound level meter are

verified. All levels in [dB].

4.1 A-Weighting

Freg.  Gen. Meas Dev
Hzl  level  level
1000 80.0 80.0 0.0
63 1062 80.0 0.0
125 981 70.9 0.1
250 886 9.9 0.1
500 83.2 799 -0.1
2000 788 80.0 0.0
4000 79.0 79.9 -0.1
8000 814 79.6 0.4
12500 B84.3 79.3 -0.7
16000 866 78.6 -1.4
4.2 C-Weighting
Freq. Gan. Meas Dev
[Hz] level  level
1000 80.0 80.0 0.0
63  80.8 80.0 0.0
126 80.2 80.0 0.0
250 80.0 80.0 0.0
500 @&o.0 80.0 0.0
2000 BO2 80.0 0.0
4000 80.8 79.9 0.1
8000 83.0 9.6 0.4
12500 86.2 79.3 0.7
16000 885 78.6 -1.4
4.3 Z-Weighting
Freq. Gen. Meas Dev
[Hz] lewvel larvel
1060 80.0 80.0 0.0
63 BO.D 79.9 0.1
125 80,0 B0.0 0.0
250 800 80.0 0.0
500 80,0 80.0 0.0
2000 80.0 79.9 0.1
4000 80.0 78.9 0.1
8000 80.0 788 0.2
12500 800 9.8 0.2
16000 80.0 9.8 0.2

Limit -

-0.7
-1.0
-1.0
=1.0
-1.0
-1.0
-1.0
-25
-2.5
-2.5

Lirnig -

0.7
=1.0
-1.0
-1.0
-1.0
=1.0
-1.0
-2.5
-2.5
2.5

Limit -

-0.7
-1.0
-1.0
=1.0
-1.0
-1.0
-1.0
-2.56
-2.5
-2.5

Limit +

0.7
1.0
1.0
1.0
1.0
1.0
1.0
1.5
1.5
1.5

Limit +

0.7
1.0
1.0
1.0
1.0
1.0
1.0
1.5
1.5
1.5

Llrit +

0.7
1.0
1.0
1.0
1.0
1.0
1.0
1.5
1.5
1.5

Uncert.

0.1
0.1
0.1
0.1
0.1
0.1
0.1
0.1
0.1
0.1

Uncert.

0.1
0.1
0.1
0.1
0.1
0.1
0.1
0.1
0.1
0.1

Uncert.

0.1
0.1
01
0.1
0.1
0.1
0.1
0.1
0.1
0.1

Status

Passed
Passed
Passed
Passed
Passed
Passed
Passad
Passed

Passed

Status

Passed
Passed
Passed
Passed
Passed
Passed
Passed
Passed
Passed
Passed

Status

Passed
Passad
Passed
Fassed
Passed
Passed
Passed
Passed
Passed
Passad

a8
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5. Frequency and time weightings at 1kHz

Certificate: FL-24-115

While injecting a constant steady signal at the reference frequency of 1 kHz the F-time-weighted
sound level, S-time-weighted sound level and time-averaged sound level are verified with

frequency weighting A. Additionally the F-time
and Z is measured. The first measurement serves as refe

Level Explevel Meas Dev
level

LAF 114.0 114.0 0.0
LAS 1140 1138 -0.2
LAeq 1140 1140 0.0
LCF 1140 1140 0.0
LCeq 1140 1140 0.0
LZF 1140 1140 0.0

LZeq 1140 1140 00

Limit -

Limit +

-weighted sound level for frequency weightings C

rence and differences in the reading
with respect to this first one are determined. All levels in [dB].

Uncert.

Status

Passed
Passed
Passed
Passed
Passed
Passed
Passed

s/
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6. Level linearity on the reference level range
The level linearity on the reference level range is determined by applying steady sinusoidal

electrical signals at a frequency of 8 kHz with the sound lev

and fast time-weighting. All levels in [dB].

Expabs Meas. Abs Abs Abs
lavel lavel dev Limit~  Limit +
1140 1140 0.0 -0.8 0.8
180 1190 0.0 -0.8 08
1240 1240 0.0 -0.8 0.8
129.0 128.0 0.0 -0.8 0
1340 1341 04 -0.8 0.8
1350 13541 04 -0.8 08
1360 1381 04 -0.8 0.8
1140 1140 0.0 0.8 0.8
108.0 109.0 0.0 -0.8 0.8
1040 1040 0.0 -0.8 0.8
99.0 99.0 0.0 -0.8 0.8
94.0 940 00 -0.8 0.8
89.0 890 00 -0.8 0.8
84.0 840 0.0 -0.8 0.8
79.0 780 00 0.8 0.8
74.0 740 00 -0.8 0.8
62.0 €90 00 -0.8 0.8
64.0 640 0.0 -0.8 0.8
59.0 58.0 0.0 -0.8 0.8
54.0 540 0.0 -0.8 0.8
49.0 480 0.0 0.8 0.8
44.0 440 0.0 0.8 08
38.0 38.0 0.0 -0.8 0.8
340 340 00 -0.8 0.8
29.0 280 Q00 -0.8 0.8
28.0 280 0.0 -0.8 0.8
27.0 71 04 -0.8 0.8
26.0 261 04 -0.8 0.8
25.0 251 01 -0.8 0.8

Exp rel
level

0.0
118.0
124.0
129.0
1340
135.1
136.1
0.0
109.0
104.0
99.0
94,0
B89.0
84.0
79.0

el meler set for frequency-weighting A

Rel Limit RelLimit Uncerl. Status
s +
0.3 0.3 01 Passed
0.3 0.3 0.1 Passed
-0.3 0.3 0.1 Passed
0.3 0.3 0.1 Passed
0.3 0.3 0.1 Passed
-0.3 0.3 0.1 Passed
-0.3 0.3 0.1 Passed
-0.3 0.3 0.1 Passed
0.3 0.3 0.1 Passed
0.3 0.3 0.1 Passed
0.3 0.3 0.1 Passed
-0.3 0.3 0.1 Passed
0.3 0.3 0.1 Passed
0.3 0.3 0.1 Passed
0.3 0.3 0.1 Passed
-0.3 0.3 0.1 Passed
0.3 0.3 0.1 Passed
-0.3 0.3 0.1 Passed
0.3 0.3 .1 Passed
0.3 0.3 0.1 Passed
0.3 0.3 04 Passed
-0.3 0.3 0.1 Passed
0.3 0.3 0.1 Passed
-0.3 0.3 0.1 Passed
0.3 0.3 0.1 Passed
-0.3 0.3 0.1 Passed
0.3 0.3 0.1 Passed
-0.3 0.3 0.1 Passad
0.3 0.3 04 Passed

6f8
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7. Level linearity including the level range control
This test is not applicable for a single-range sound level meter.

8. Toneburst response

Cartificate: FL-24-115

The response of the sound level meter to short-duration signals is tested on the reference level
range with 4 kHz tonebursts that start and stop at zero crossings and are extracted from steady 4

kHz sinusoidal electrical input signals. The sound level meter is set for fraquency

leveals in [dB].
The continuous signal level is 123 dB.

Burst Burst Explevel Meas

signal  duration level
[ms]
LAF 200 122.0 121.9
LAF 2 105.0 104.7
LAF 0.25 98.0 95.6
LAS 200 1156 1155
LAS 2 96.0 859
LAeqg10s 200  106.0 105.9
LAeqils 2 86.0 85.9

LAeg10s 0.25 7.0 76.6

Dav

Lirnit -

Limit +

Unecert,

0.2
0.2
0.2
0.2

0.2
0z

Status

Passed
Passed
Passed
Passead
Passed
Passed
Passed
Passed

weighting A. All
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9. C-weighted peak sound level

The sound level meter is tested on the least-sensitive level range with fast time weighting and C
frequency weighting. The test signals are a single complete cycle of an 8 kHz sinusoid starting
and stopping at zero crossings and positive and negative half cycles of a 500 Hz sinusoid that
also start and stop at zero crossings. All levels in [dB].

Burst Source  Exp Meas Dev Limit- Limit+ Uncert. Status
signal level LCp-LCF LCp-LCF

8kHz 114.0 3.4 3.3 -0.1 -2.0 2.0 0.2 Passed
E00Hz +  132.0 24 2.2 -0.2 -1.0 1.0 0.2 Passed
S00Hz- 1320 2.4 22 -0.2 -1.0 1.0 0.2 Passed

10. Overload Indication
Overload indication is tested on the least-sensitive level range with the sound level meter set to A-

weighted, time-averaged sound level. Positive and negative one-half-cycle sinusoidal electrical
signals at a frequency of 4 kHz are used. All levels in [dB].

Start ov+ ov- Deav Limit- Limit+ Uncert. Status
level
136.5 1391 1381 0.0 <1.5 1.6 0.3 Passed
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Certificate of Calibration

Sfor
Description: Sound Level Calibrator
Manufacturer: RION
Type No.: NC-74
Serial No.: 34615222

Submitted by:

Customer: Aurecon Hong Kong Limited
Address: Unit 1608, 16/F, Tower B, Manulife Financial Centre,

223-231 Wai Yip Street, Kwun Tong,
Kowloon, Hong Kong

Upon receipt for calibration, the instrument was found to be:

1 Within
] Outside

the allowable tolerance.

The test equipments used for calibration are traceable to National Standards via:
- The Government of The Hong Kong Special Administrative Region Standard & Calibration
Laboratory

Date of receipt: 21 March 2024
Date of calibration: 27 March 2024

Date of NEXT calibration: 26 March 2025

Calibrated by: = / Certified by: /

>

Calibration Technician 1, Ng Yan Wa

Date of issue: 27 March 2024

Certificate No.: APJ23-154-CC001 =  Pagelof2

Room 422, Leader Industrial Centre,57-59 Au Pui Wan Street ,Fo Tan, Shatin,N.T,,Hong Kong
Tel: (852) 2668 3423 Fax:(852) 2668 6946
Homepage: hitp://www.aa-lab.com  E-mail : inquiry@aa-lab.com
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Impact Monitoring Schedule for Tung Chung Line Extension Contract 1202 - Tung Chung East Station and Associated Enabling Works for Track Diversions (March 2025)
(Version 0)
March 2025 |
Mon Tue Wed Thur Fri Sat
1
2 3 4 5 6 7 8
Impact
Dust Monitoring
Noise Monitoring
9 10 11 12 13 14 15
Impact Impact
Dust Monitoring Dust Monitoring
Noise Monitoring
16 17 18 19 20 21 22
Impact
Dust Monitoring
Noise Monitoring
23 24 25 26 27 28 29
Impact
Dust Monitoring
Noise Monitoring

30 31
The schedule may be changed due to unforeseen circumstances (adverse weather, etc.)
Air Quality Monitoring Station: Noise Monitoring Station:
DM-1b - G/F of Ying Yuet House NML1 - Ying Tung Estate
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Tentative Impact Monitoring Schedule for Tung Chung Line Extension Contract 1202 - Tung Chung East Station and Associated Enabling Works for Track Diversions (April 2025)
(Version 0)
April 2025
Mon Tue Wed Thur Fri Sat
1 2 3 4 5
Impact

Dust Monitoring
Noise Monitoring

Impact
Dust Monitoring
Noise Monitoring

13 14 15 16 17 18 19
Impact Impact

Dust Monitoring Dust Monitoring

Noise Monitoring

20 21 22 23 24 25 26
Impact

Dust Monitoring

Noise Monitoring

27 28 29 30
Impact

Dust Monitoring

Noise Monitoring

The schedule may be changed due to unforeseen circumstances (adverse weather, etc.)

Air Quality Monitoring Station: Noise Monitoring Station:
DM-1b - G/F of Ying Yuet House NML1 - Ying Tung Estate
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Appendix G
Air Quality Monitoring Results and their
Graphical Presentations
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1-hour TSP Impact Monitoring Result for
Tung Chung Line Extension- Contract 1202

Monitoring Location: DM-1b - G/F of Ying Yuet House

. . . Action Limit
Start Time End time Concentration
Date Weather Level Level
(hh:mm) (hh:mm)

pg/md pg/m® | pg/m?
4 Mar 2025 Fine 08:50 09:50 434
4 Mar 2025 Fine 09:50 10:50 49.6
4 Mar 2025 Fine 10:51 11:51 68.3
10 Mar 2025 Fine 08:56 09:56 71.2
10 Mar 2025 Fine 09:56 10:56 95.6
10 Mar 2025 Fine 10:57 11:57 109.9
15 Mar 2025 Fine 08:44 09:44 1475

15 Mar 2025 Fine 09:44 10:44 182.4 327.0 500.0

15 Mar 2025 Fine 10:45 11:45 157.8
21 Mar 2025 Fine 08:53 09:53 173.6
21 Mar 2025 Fine 09:53 10:53 165.5
21 Mar 2025 Fine 10:54 11:54 117.1
27 Mar 2025 Fine 08:52 09:52 101.8
27 Mar 2025 Fine 09:53 10:53 108.0
27 Mar 2025 Fine 10:53 11:53 79.0
Average 111.4
Max 182.4
Min 43.4
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Graphical Presentation of Impact 1-hour TSP Monitoring results for Tung Chung Line
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Extension- Contract 1202

Measured Level pg/m?

.
Action Level: 327 pg/m?®

DM-1b - Ying Yuet House, G/F
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Extract of Meteorological Observations from Chek Lap Kok Automatic Weather Station on
4 March 2025

Wind Direction:

(R &JEFE05/03/2025 23 85 50 77 E #7) ( Updated at 23:50H on 05/03/2025 )
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©& & X & Hong Kong Observatory
Wind Speed:
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Extract of Meteorological Observations from Chek Lap Kok Automatic Weather Station on
10 March 2025

Wind Direction:

(FR&F|EFEEL1/03/2025 23 85 50 7 E #7) (Updated at 23:50H on 11/03/2025)
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Extract of Meteorological Observations from Chek Lap Kok Automatic Weather Station on
15 March 2025

‘Wind Direction:

(FR&EZEFEL6/03/2025 23 55 50 7 E %7 ) (Updated at 23:50H on 16/03/2025)
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Wind Speed:
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Extract of Meteorological Observations from Chek Lap Kok Automatic Weather Station on
21 March 2025

‘Wind Direction:

(FREEIFEB22/03/2025 23 15 50 7E %7 ) (Updated at 23:50H on 22/03/2025)
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) ACUITY aurecon

Extract of Meteorological Observations from Chek Lap Kok Automatic Weather Station on

27 March 2025

‘Wind Direction:

(R & B E28/03/2025 23 5 50 77 E #7) ( Updated at 23:50H on 28/03/2025 )
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Noise Monitoring Results and their Graphical

Presentations
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Regular Construction Noise Monitoring Results
Daytime Noise Monitoring Results at Station NM1 (Ying Tung Estate)
Measured
Baseline Results (dB(A)) Limit
Leg Exceedance
Date Weather | Start Time Level (Baseline-corrected Level
oM | ey | Leq@oming | sy | O
eq (30-min)*
(dB(A))"
4 Mar 2025 Fine 09:05 66.6 64.0 63.1 N
10 Mar 2025 Fine 09:06 64.2 64.0 50.7 N
75
21 Mar 2025 Fine 10:23 71.8 64.0 71.0 N
27 Mar 2025 Fine 09:10 64.7 64.0 56.4 N

Note: Impact noise level has been corrected with baseline noise level

+ : Fagade measurement
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Measured Level

*

Tung Chung Line Extension Contract 1202
= = Limit Level : 75dB(A)

37/03/ 2025

Tung Chung East Station and
Associated Enabling Works for Track Diversions
Monthly EM&A Report (March 2025)
Regular Construction Noise Monitoring Results
NM1_ Ylng Tung EState Result (Baseline-corrected)
Baseline level
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Event/Action Plan for Construction Dust Monitoring

monitoring.

Action
Event ET IEC PM Contractor
Action level 1. Repeat measurement to confirm finding; 1. Check monitoring data submitted | 1. Confirm receipt of 1. Identify source(s), investigate the
exceedance for one |2. If exceedance is confirmed, inform Contractor,| by ET; notification of causes of exceedance and propose
sample IEC and PM; 2. Check Contractor’s working exceedance in writing.| remedial measures;
3. Identify source, investigate the causes of method; 2. Implement remedial measures;
exceedance and propose remedial measures; | 3. Discuss with ET, PM and 3. Amend working methods agreed with
4. Discuss with the Contractor, IEC and PM on Contractor on possible remedial the PM as appropriate.
the remedial measures required; measures;
5. Increase monitoring frequency to daily. 4. Review and advise the ET and
PM on the effectiveness of the
proposed remedial measures.
Action level 1. Repeat measurement to confirm finding; 1. Check monitoring data submitted |1. Confirm receipt of 1. Identify source(s), investigate the
exceedance for two | 2. If exceedance is confirmed, inform Contractor,| by ET; notification of causes of exceedance and propose
or more consecutive IEC and PM; 2. Check Contractor’s working exceedance in writing;| remedial measures;
samples 3. Identify source, investigate the causes of method; 2. In consultation with | 2. Submit proposals for remedial
exceedance and propose remedial measures; | 3. Discuss with ET, PM and the ET and IEC agree measures to the PM, ET and IEC
4. Advise the Contractor and PM on the Contractor on possible remedial with the Contractor on|  within three working days of
effectiveness of the proposed remedial measures; the remedial measures| notification for agreement;
measures; 4. Review and advise the ET and PM |  to be implemented; 3. Implement the agreed proposals;
5. Increase monitoring frequency to daily; on the effectiveness of the 3. Supervise 4. Amend proposal if appropriate.
6. Discuss with IEC and Contractor on remedial proposed remedial measures. implementation of
actions required; remedial measures.
7. If exceedance continues, arrange meeting with
IEC and PM to discuss the remedial measures
to be taken;
8. If exceedance stops, cease additional
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Action
Event
ET IEC PM Contractor

Limit level
exceedance for one

sample

. Repeat measurement to confirm

finding;

. If exceedance is confirmed, inform

IEC, PM, Contractor and EPD;

. Increase monitoring frequency to daily;
. Discuss with the PM, IEC and

Contractor on the remedial measures

and assess effectiveness;

. Keep PM, IEC and EPD informed of

the results of the effectiveness of

remedial measures.

3.

. Check monitoring data

submitted by ET;

. Check Contractor’s

working method;
Discuss with ET, PM and
Contractor on possible

remedial measures;

. Review and advise the

ET and PM on the
effectiveness of the
proposed remedial

measures.

3.

. Confirm receipt of

notification of exceedance

in writing;

. Review and agree on the

remedial measures
proposed by the
Contractor;

Ensure remedial measures

properly implemented;

. Supervise implementation

of remedial measures.

2.

. Identify source(s), investigate the

causes of exceedance and propose
remedial measures
Take immediate action to avoid

further exceedance;

. Submit proposals for remedial

actions to PM, ET and IEC within
three working days of notification

for agreement;

. Implement the agreed proposals;

. Amend proposal if appropriate.
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Event Action

ET IEC PM Contractor
Limit level 1. Repeat measurement to confirm 1. Check monitoring data | 1. Confirm receipt of 1. Identify source(s), investigate
exceedance for finding; submitted by ET notification of the causes of exceedance and
two or more 2. If exceedance is confirmed, inform |2. Discuss amongst PM, exceedance in writing; propose remedial measures
consecutive IEC, PM, Contractor and EPD; ET, and Contractor on |2. In consultation with the |2. Take immediate action to avoid
samples 3. Increase monitoring frequency; the potential remedial ET and IEC, agree with | further exceedance;

4. Carry out analysis of Contractor’s actions; the Contractor on the 3. Submit proposals for remedial
working procedures to determine | 3. Review Contractor’s remedial measures to be | actions to PM, IEC and ET
possible mitigation to be remedial actions implemented; within three working days of
implemented; whenever necessary to | 3. Supervise the notification for agreement;

5. Arrange meeting with IEC and PM | assure their implementation of 4. Implement the agreed
to discuss the remedial actions to be| effectiveness and remedial measures; proposals;
taken; advise the PM 4. If exceedance continues, | 5. Review and resubmit proposals

6. Assess effectiveness of Contractor’s| accordingly. consider what portion of| if the problem is still not under
remedial actions and keep IEC, the work is responsible control;

EPD and PM informed of the and instruct the 6. Stop the relevant portion of
results; Contractor to stop that works as determined by the

7. If exceedance stops, cease portion of work until the| PM until the exceedance is
additional monitoring. exceedance is abated. abated.

Note:

ET — Environmental Team
IEC — Independent Environmental Checker
PM — Project Manager
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Event/Action Plan for Construction Noise Monitoring
Event Action
ET IEC PM Contractor
Action 1. Notify IEC, PM and Contractor; 1. Review the analysed 1. Confirm receipt of 1. Identify source, and carry out
Level 2. Identify source and carry out results submitted by the notification of failure in investigation and report the
Exceedance investigation; ET; writing; investigation to the ET, IEC and
3. Discuss with the Contractor and 2. Review the proposed 2. Notify Contractor; PM;
formulate remedial measures; remedial measures by 3. Require Contractor to . Submit noise mitigation
4. Increase monitoring frequency to the Contractor and propose remedial proposals to IEC and PM;
check mitigation effectiveness. advise the PM measures for the . Implement noise mitigation
accordingly. analysed noise problem; proposals.
4. Ensure remedial
measures are properly
implemented.
Limit 1. Inform IEC, PM, EPD and 1. Check monitoring 1. Confirm receipt of . Identify source and carry out
Level Contractor; results and discuss notification of failure in investigation and report the
Exceedance 2. Repeat measurements to confirm amongst PM, ET, and writing; investigation to the ET, IEC and
findings; Contractor on the 2. Notify Contractor; PM;
3. Increase monitoring frequency; potential remedial 3. Require Contractor to . Take immediate action to avoid
4. Carry out analysis of Contractor’s actions; propose remedial further exceedance;
working procedures to determine 2. Ensure remedial measures for the . Submit proposals for remedial
possible mitigation to be measures properly analysed noise problem; actions to PM, ET and IEC
implemented; implemented; and 4. Ensure remedial within 3 working days of
5. Inform IEC, PM and EPD the causes 3. Review Contractors measures properly notification;




Tung Chung Line Extension Contract 1202
Tung Chung East Station and

Associated Enabling Works for Track Diversions
Monthly EM&A Report (March 2025)

aurecon

sustainability

Member of the Aurecon Group

and actions taken for the
exceedances;

6. Assess effectiveness of Contractor’s
remedial actions and keep IEC, EPD
and PM informed of the results;

7. If exceedance stops, cease additional

monitoring.

remedial actions
whenever necessary to
assure their
effectiveness and advise

the PM accordingly.

implemented;

. If exceedance continues,

consider what portion of
the work is responsible
and instruct the
Contractor to stop that
portion of work until the

exceedance is abated.

4. Implement the agreed proposals;

5. Resubmit proposals if the problem|
1s still not under control;

6. Stop the relevant portion of works
as determined by the PM until the

exceedance 1s abated.

Note:

ET — Environmental Team

IEC — Independent Environmental Checker
PM - Project Manager
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Appendix J

Cumulative Statistics of Exceedances,
Complaints, Notification of Summons and
Successful Prosecutions
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Cumulative Statistics of Exceedances, Complaints, Notification of Summons and Successful Prosecutions
Total no.
Total no. . .
Date ) . received since
. Subject Status received in )
Received ] project
this month
commencement
Environmental
_ - - 0 9
complaints
Notification of
- - - 0 0
summons
Successful
- - - 0 0

Prosecutions




Tung Chung Line Extension Contract 1202

Tung Chung East Station and Sustainability aurecon
Associated Enabling Works for Track Diversions A

Monthly EM&A Report (March 2025)

Appendix K
Summary of Notification of Exceedance
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Summary of Notification of Exceedance

Exceeded Level Action Level Limit Level Action Level Limit Level

Air Quality
(Construction Dust - 1-hour TSP)

Noise
(Construction Noise - Leg (30-min), dB(a))

Total 0 0 5 0
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Waste Flow Table
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Monthly Summary Waste Flow Table
Contract 1202 — Tung Chung East Station and Associated Enabling Works for Track Diversions
Reporting Month: March 2025

Actual Quantities of Inert Construction Materials Generated Monthly
(a) (b) (d) (e)
Month Total Quantity Generated | Stockpiled for Reuse or Reused in t(l(;g Contract Reused in oth;r Disposgd Qf as Impor(ttg 4 Fill
(a=b+ct+d+etf) Recycle Contracts or Projects Public Fill
(in m%) (in m%) (in m%) (in m%) (in m%) (in m%)
Jan-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Feb-25 383.1700 0.0000 0.0000 0.0000 22.6100 360.5600
Mar-25%* 0.4100 0.0000 0.0000 0.0000 0.4100 0.0000
Apr-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
May-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Jun-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Sub-total 383.5800 0.0000 0.0000 0.0000 23.0200 360.5600
Jul-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Aug-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Sep-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Oct-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Nov-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Dec-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Total 383.5800 0.0000 0.0000 0.0000 23.0200 360.5600
Year 2023 and 2024 21382.9475 0.0000 0.0000 94.3525 12678.6750 8609.9200
Accumulated Total 21766.5275 0.0000 0.0000 94.3525 12701.6950 8970.4800

Note: *C&D waste data in EPD website ( https://www.epd.gov.hk/epd/misc/cdm/scheme.htm ) was updated to 31 March 2025.
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Actual Quantities of Non-inert Construction Materials Generated Monthly
©® ®) (i) () ®) Others, c. g.)General
Month Metals Pap;;/cﬁzgiiﬁgard Plastics Chemical Waste Recyclable Yard Waste | Refuse disposed of at
Landfill
(in ‘000kg) (in ‘000kg) (in ‘000kg) (in ‘000kg) (in ‘000kg) (in ‘000kg)
generated generated generated generated generated generated
Jan-25 13.0750 0.4330 0.0530 0.0000 0.0000 75.5700
Feb-25 14.6500 0.0000 0.0000 0.0000 0.0000 80.9900
Mar-25%* 19.8200 0.3570 1.6980 0.0000 0.0000 95.5000
Apr-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
May-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Jun-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Sub-total 47.5450 0.7900 1.7510 0.0000 0.0000 252.0600
Jul-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Aug-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Sep-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Oct-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Nov-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Dec-25 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Total 47.5450 0.7900 1.7510 0.0000 0.0000 252.0600
Year 2023 and 2024 17.3009 1.5821 0.1709 0.0760 0.0000 798.6750
Accumulated Total 64.8459 2.3721 1.9219 0.0760 0.0000 1050.7350

Note: * C&D waste data in EPD website ( https://www.epd.gov.hk/epd/misc/cdm/scheme.htm ) was updated to 31 March 2025.



	Appendix A.pdf
	App_J - Complaints statistics (202503)
	Appendix
	Appendix A cover
	Figure
	App_B - Project Organisation Structure
	App_C - EMIS_v1
	App_D - AL Levels
	988_20240717
	DM-2_20250124
	DM-2_20250324
	DM-3_20250224_rev1
	DM-4_20250224_rev1
	DM-5b_20250224_rev1
	N.004.11_20241106
	N.015.02_20240419
	Tentative Env monitoring schedule_2503 - 2504
	App_G - Air Quality Monitoring Result (202503)
	App_G - Air Quality Monitoring Result (202503)
	App_G - TCW Met data - Macro (2503)
	App_H - Impact Noise Monitoring Result (202503)
	App_I - Event Action Plan
	App_J - Complaints statistics (202503)
	App_K - Summary of Notification of Exceedance
	App_H - Impact Noise Monitoring Result (202503)
	1201 3 Month Summary Programme (MAR 2025)
	App_L - WFT (202503)
	App_J - Complaints statistics (202503)



